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Channels and Concrete Inserts SECTION 1

CHANNEL

Material

Steel channels are cold-roll formed from strip steel.
Aluminum and Fiberglass channels are extruded profiles.

Material Thickness

All series 1200 12 gauge material
All series 1400 14 gauge material
All series 1600 16 gauge ribbed material

Standard Lengths

Standard lengths for channel are 10 ft and 20 ft with a 
tolerance of +1/8". Special lengths can be requested; 
however, minimum quantities may apply. Channels are
sold per foot.

Warning

Load tables, charts, and de sign criteria provided in this
catalogue are intended as guides only. Se lec tion of 
pro per product, support spacing, erec tion, and place ment
are the responsibility of the user.

When im prop er ly used as tools of erection pipe hanger
products have oc ca sio nal ly failed. To avoid an accident,
the user is cau tioned to use the product only as it was
intended. 

CONCRETE INSERT

Material

Superstrut continuous insert channel is manufactured
from 12 gauge hot rolled strip steel in two basic sizes as 
follows:

Cat. No. A302
1-5/8" x 1-5/8" 7/8" slot

Cat. No. C302
1-5/8" x 1-3/8" 7/8" slot

Cat. No. C302
1-5/8" x 1-3/8" 7/8" slot

Standard Lengths

Standard lengths are 10 ft and 20 ft. Product is sup plied
with foam filler and end caps to prevent concrete from
seeping into channel.

Application

For casting into concrete walls, floors or ceilings to 
pro vide for attachment anywhere along the continuous
slot.

Design Data

Load ratings as shown have a safety factor of 3 in 3000
lb. hard rock concrete. Where sound concrete does not
exist, the load ratings shall not apply.

GoldGalv® hardware finish is standard for all Superstrut
Concrete insert prod ucts. This is a multi-process finish of
electro-plated zinc, followed by gold colored zinc 
dichro mate to give ex cel lent corrosion resistance and a
superior paint base.

For more information on load design, see Section 8 for Engineering Data and Specifications.

For full line of non metallic channel and accessories, please see our new non metallic Cable Tray and Strut Systems Catalogue NMCT-E.
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Channels and Concrete Inserts SECTION 1
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For full line of non metallic channel and accessories, please see our new non metallic Cable Tray and Strut Systems Catalogue NMCT-E.
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Channels and Concrete Inserts SECTION 1

Insert with end caps and foam closure strip
installed.

Cat. No. Length Gauge Wt.

A302-10* 10 ft 12 2.19 lb/ft
A302-20* 20 ft 12 2.19 lb/ft
B302-10* 10 ft 12 1.36 lb/ft
B302-20* 20 ft 12 1.36 lb/ft
C302-10* 10 ft 12 1.81 lb/ft

Design Load 2000 lb per foot in hard rock
concrete with a safety factor of 3.
Standard lengths 10 ft and 20 ft.
Length tolerance: 3/16 in.  

Concrete
Channel Inserts

12 gauge, Wt./C: 30 lb/C

A450* For A Series
C450* For C Series

From pieces of A, B, C channel and a pair of
anchor caps, short concrete inserts can be
fabricated in the field.

Anchor Caps

Designed as an added precaution to keep
insert free of concrete. Closure strip fits all 
1-5/8" wide strip inserts, regardless of depth.

Order per 10 foot, standard length is 10 ft
Material - Black Plastic

460-10TB
Removable Plastic
Closure Strip

SI400
Spot Insert Kit

Length O.D. Wt./C
Cat. No. ft. Insert lb

SI400-3/8 3/8x13x2-3/4 2x5/8 10
SI400-1/2 1/2x13x1-1/4 2-1/2x7/8 35

Other sizes available
Maximum recommended load:
SI400-3/8 = 450 lb/204 kg
SI400-1/2 = 1000 lb/454 kg

452TB
Spot Insert

Wt./C 52 lb

Standard Finish – GoldGalv®

An insert with a knockout saves covering
the opening. Ac com mo dates hanger rod
sizes from 1/4” through 7/8” by means of an
AB102 insert nut, to be ordered separately.

Design load: 1350 lb in 3000 lb. hard rock
concrete with a safety factor of 3.

Complies with Specification MSS SP69,
Type 18.

Wt./C 52 lb

Concrete Inserts

*Finishes
HDGC
GoldGalv®

PGC

*Finishes
EGC
GoldGalv®

For full line of non metallic channel and accessories, please see our new non metallic Cable Tray and Strut Systems Catalogue NMCT-E.


