
16

1-1/4, 1-1/2, 2 and 2-1/2
Trade Size K.O.
2 Places

7/8

1/2  Trade Size K.O.

4-3/8

2-1/4

29/64

3-3/4

1/4 K.O.
3-17/64

1/2 K.O. Trade Size

1-1/32

2-7/32

1-1/4, 1-1/2, 2 and 2-1/2
Trade Size K.O.

COMB. AND UNDERGROUND BOTTOM

OVERHEAD BOTTOM

5-13/32

2-1/8

1-13/16

5-5/16

BQ2 Series

Product Specifications

• Conductor range: 6 AWG-250 kcmil

• Aluminum tunnel type connectors

• Supplied with screw type ring

• Weatherproof Type 3R enclosure

• Primarily used in: All provinces
NNOOTTEE:: Supply from an underground network often requires 

use of stud type receptacle. Consult your local utility.

STANDARD ENCLOSURE METER SOCKETS • 200 AMP. 600 VOLTS MAX.

Ordering Information
Dimensions are in inches

Approved for copper or aluminum.

CATALOGUE
NUMBER DESCRIPTION

DIMENSIONS (inches) WEIGHT EACH

H W D lb kg

4 JAW
BQ2-V Overhead, hub opening 15-5/8 8-47/64 5-13/32 12 5.4

BQ2-1 1/2 V Overhead, hub opening c/w 1-1/2” hub 15-5/8 8-47/64 5-13/32 12 5.4

BQ2-2V Overhead, hub opening c/w 2’’  hub 15-5/8 8-47/64 5-13/32 12 5.4

BQ2-TV Underground 15-5/8 8-47/64 5-13/32 12 5.4

BQ2-TCV Combination, overhead-underground 15-5/8 8-47/64 5-13/32 12 5.4

BQ2-22VNH Overhead, twin hub opening 15-5/8 8-47/64 5-13/32 12 5.4

BQ2-22V Overhead, twin hub opening c/w 2’’ hubs 15-5/8 8-47/64 5-13/32 12 5.4

BQ2-2VR Overhead, hub opening c/w 2’’ hub for B.C. 15-5/8 8-47/64 5-13/32 12 5.4

FACTORY INSTALLED ACCESSORIES
Include: -GN Ground lug on neutral

-5 5th jaw standard capacity

-6 5th jaw full capacity, 6 o’clock position
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STANDARD ENCLOSURE METER SOCKET, 200 AMP. 600 VOLTS MAX.

Product Specifications

• Conductor range: 6 AWG – 250 kcmil

• Aluminum tunnel type connectors

• Supplied with screw type ring

• Weatherproof Type 3R enclosure

• Primarily used in: Ontario

Ordering Information
Dimensions are in inches

CATALOGUE
NUMBER DESCRIPTION

DIMENSIONS (inches) WEIGHT EACH

H W D lb kg

BP2-TV Underground 20 12 5-7/16 16.5 7.48

BP2-TV 



18

Approved for copper only.

5-7/16

2-1/8

2-3/16

1, 1-1/4, 1-1/2, 2 and 2-1/2
Trade Size K.O.’s
2 Places

1, 1-1/4, 1-1/2, 2, 2-1/2 and 3
Trade Size K.O.’s
2 Places

1/2  Trade Size K.O.
2 Places

4-3/16

4-3/4
9-7/8

2-9/16
1-3/16

1/2
1/4 K.O.

BC ONLY BOTTOM

1-1/4, 1-1/2, 2 and 2-1/2
Trade Size K.O.’s
3 Places

1-7/8

7-5/8
5-3/8

1/4 K.O.

2-1/4
7/8

1/2

1/2  Trade Size K.O.

TYPICAL BOTTOM

OVERSIZE ENCLOSURE METER SOCKETS • 200 AMP. 600 VOLTS MAX.

Product Specifications

• Conductor range: 6 AWG-250 kcmil

• Aluminum tunnel type connectors

• Supplied with screw type ring

• Weatherproof Type 3R enclosure

• Primarily used in: B.C., AB, Sask., Man., Ont., N.S.
NNOOTTEE:: Supply from an underground network often requires

use of stud type receptacle. Consult your local utility.

Ordering Information
Dimensions are in inches

CATALOGUE
NUMBER DESCRIPTION

DIMENSIONS (inches) WEIGHT EACH

H W D lb kg

4 JAW
BS2-V Overhead, hub opening 17-1/8 12 5-7/16 14 6.3

BS2-1 1/2 V Overhead, hub opening c/w 1-1/2’’ hub 17-1/8 12 5-7/16 14 6.3

BS2-2V Overhead, hub opening c/w 2’’ hub 17-1/8 12 5-7/16 14 6.3

BS2-TV Underground 17-1/8 12 5-7/16 14 6.3

BS2-TCV Combination, overhead-underground 17-1/8 12 5-7/16 14 6.3

BS2-TCVBC Combination overhead-underground c/w 2
combination 1-1/4’’, 1-1/2’’, 2’’, 2-1/2’’, 3’’ bottom K.O.’s

17-1/8 12 5-7/16 14 6.3

BS2-22VNH Overhead, twin hub opening 17-1/8 12 5-7/16 14 6.3

BS2-22V Overhead, hub opening c/w 2’’ hubs 17-1/8 12 5-7/16 14 6.3

FACTORY INSTALLED ACCESSORIES

Include: -5 5th jaw, standard capacity, 9 o’clock position

-6 5th jaw, full capacity, 6 o’clock position

-9 5th jaw, full capacity, 9 o’clock position

-IN Insulated neutral

-GN Ground lug on neutral

BS2 Series

Approved for copper or aluminum.
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Meter Socket
Approved for copper or aluminum.

METER SOCKETS WITH PVC ACCESSORIES• 200 AMP. 600 VOLTS MAX.

5-7/16

2-1/8

2-3/16

1, 1-1/4, 1-1/2, 2 and 2-1/2
Trade Size K.O.’s
2 Places

1, 1-1/4, 1-1/2, 2, 2-1/2 and 3
Trade Size K.O.’s
2 Places

1/2  Trade Size K.O.
2 Places

4-3/16

4-3/4
9-7/8

2-9/16
1-3/16

1/2
1/4 K.O.

BC ONLY BOTTOM

1-1/4, 1-1/2, 2 and 2-1/2
Trade Size K.O.’s
3 Places

1-7/8

7-5/8
5-3/8

1/4 K.O.

2-1/4
7/8

1/2

1/2  Trade Size K.O.

TYPICAL BOTTOM

Product Specifications

• Conductor range: 6 AWG-250 kcmil

• Aluminum tunnel type connectors

• Supplied with screw type ring

• Weatherproof Type 3R enclosure

• Primarily used in: Ontario only
NNOOTTEE:: Supply from an underground network often requires

use of stud type receptacle. Consult your local utility.

Ordering Information

5-7/16

2-1/8

2-3/16

1, 1-1/4, 1-1/2, 2 and 2-1/2
Trade Size K.O.’s
2 Places

1, 1-1/4, 1-1/2, 2, 2-1/2 and 3
Trade Size K.O.’s
2 Places

1/2  Trade Size K.O.
2 Places

4-3/16

4-3/4
9-7/8

2-9/16
1-3/16

1/2
1/4 K.O.

BC ONLY BOTTOM

1-1/4, 1-1/2, 2 and 2-1/2
Trade Size K.O.’s
3 Places

1-7/8

7-5/8
5-3/8

1/4 K.O.

2-1/4
7/8

1/2

1/2  Trade Size K.O.

TYPICAL BOTTOM

Dimensions are in inches

CATALOGUE
NUMBER DESCRIPTION QTY

KIT
BS2-TCV-KIT2U Kit – Meter socket with PVC accessories

Consists of
BS2-TCV 200 AMP. Meter Socket 1

E943J 2” Terminal Adaptor 1

E986J 2” LB Access Fitting 1

E995J 2” Meter Offsets 2

E997JC 2” Clamps 2

UA9AJCB-CTN 2” Elbow 90 degree 1

CI1716 2” Locknut 3

PH20 2” Hub 1

BS2 Series Kit and PVC Accessories
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OVERSIZE ENCLOSURE METER SOCKETS LAY-IN TYPE CONNECTORS • 200 AMP. 600 VOLTS MAX.

BS2L Series

Approved for copper or aluminum.

Product Specifications

• Same as BS2 Series with the exception that lay-in type
connectors are provided

• Conductor range: 6 AWG-250 kcmil

• Aluminum lay-in type connectors

• Supplied with screw type ring

• Weatherproof Type 3R enclosure

• Primarily used in: B.C., Ont.

1/2 Trade Size K.O.
2 Places

1, 1-1/4, 1-1/2, 2, 2-1/2 and 3
Trade Size K.O.
2 Places

4-3/16 4-3/4

9-7/8

 2-9/16
 1-3/16

1/2
1/4

BC ONLY BOTTOM

1/2  Trade Size K.O.

1-1/4, 1-1/2, 2 and 2-1/2
Trade Size K.O.
3 Places

 2-1/4
 7/8

1/2
1/4

TYPICAL BOTTOM

5-3/8

7-5/8

1-7/8

1, 1-1/4, 1-1/2, 2 and 2-1/2
Trade Size K.O.
2 Places

2-3/16

2-1/8

5-7/16

CATALOGUE
NUMBER DESCRIPTION

DIMENSIONS (inches) WEIGHT EACH

H W D lb kg

4 JAW
BS2L-V 200 AMP overhead with lay-in lugs 17-1/8 12 5-7/16 16 7.2

BS2L-TV 200 AMP underground with lay-in lugs 17-1/8 12 5-7/16 16 7.2

BS2L-TCV 200 AMP over / under combination with lay-in lugs 17-1/8 12 5-7/16 16 7.2

BS2L-TCVBCR 200 AMP over / under combination with lay-in lugs (BC) 17-1/8 12 5-7/16 16 7.2

BS2L-WTCV 200 AMP over / under combination
water heater lugs

17-1/8 12 5-7/16 16 7.2

BS2L-WTCVNY 200AMP over / under combination with water
heater lugs and North York assembly

17-1/8 12 5-7/16 16 7.2

FACTORY INSTALLED ACCESSORIES

Include: -5 5th jaw standard capacity

-6 5th jaw full capacity, 6 o'clock position

-9 5th jaw full capacity, 9 o'clock position

-IN Insulated neutral

-NY North York block assembly

-W Water heater lugs

Ordering Information
Dimensions are in inches
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BS2M Series

OVERSIZE ENCLOSURE METER SOCKETS, SUBFEED ON LOAD SIDE • 200 AMP. 600 VOLTS MAX.

Approved for copper or aluminum.

1/2  Trade Size K.O. 

1-1/4, 1-1/2 2 and 2-1/2
Trade Size K.O.
3 Places

2-1/4
7/8

1/2

1/4
Trade Size
Knock-out

5-3/8

7-5/8

1-7/8

BOTTOM

1-1/4, 1-1/2, 2 and 2-1/2
Trade Size K.O.
2 Places

2-3/16

2-1/8

5-7/16

Product Specifications

• Conductor range: Line: 6 AWG-250 kcmil
Load: 12-1/0 AWG

• Dual lug subfeed on load side

• Supplied with screw type ring

• Weatherproof Type 3R enclosure

• Primarily used in: All provinces

Ordering Information
Dimensions are in inches

CATALOGUE
NUMBER DESCRIPTION

DIMENSIONS (inches) WEIGHT EACH

H W D lb kg

4 JAW
BS2M-V Overhead, hub opening 17-1/8 12 5-7/16 15 6.8
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BS4M-V

OVERSIZE ENCLOSURE METER SOCKETS, SUBFEED ON LOAD SIDE • 200 AMP. 600 VOLTS MAX.

Product Specifications

• Conductor range: Line: 6 AWG-250 kcmil

Load: 6-4/0 AWG

• Aluminum tunnel type connectors on line side

• Dual lug subfeed connectors on load side

• CSA approved for copper or aluminum

• Weatherproof Type 3R enclosure

• Primarily used in: Manitoba

CATALOGUE
NUMBER DESCRIPTION

DIMENSIONS (inches) WEIGHT EACH

H W D lb kg
BS4M-V Overhead hub opening 17 12 5-7/16 14.95 6.75

Ordering Information
Dimensions are in inches
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MO2 Series

Product Specifications

• Conductor range: Line: single 1/2” studs to 
accomodate compression lugs to accomodate
350 kcmil max.
Load: 6 AWG-250 kcmil

• For underground service only 

• Aluminum tunnel type connectors (load side) 

• Supplied with screw type ring

• Weatherproof Type 3R enclosure

• Primarily used in: Sask., Man., Ont., Que.

STUD TYPE METER SOCKETS • 200 AMP. 600 VOLTS MAX.

Ordering Information

1-1/4, 1-1/2, 2 and 2-1/2
Trade Size K.O.
3 Places

7/8

1-7/8

7-5/8

5-3/8

1/4

1, 1-1/4, 1-1/2, 2, 2-1/2 and 3
Trade Size K.O.
2 Places7/8

2 Places

4-3/16

4-3/4

9-7/8 1/4

5-9/16

2

2-5/16

19-1/8

MO2-VO BOTTOM MO2-V BOTTOM

Approved for copper or aluminum.

Dimensions are in inches

CATALOGUE
NUMBER DESCRIPTION

DIMENSIONS (inches) WEIGHT EACH

H W D lb kg

4 JAW
MO2-V Underground 1/2’’ studs 19-1/8 12 5-9/16 18 8.1

MO2-VO Underground 1/2’’ studs for Ontario 19-1/8 12 5-9/16 18 8.1

MO2MB-U Underground 4/0 for Manitoba 19-1/8 12 5-9/16 18 8.1

MO2-VOEN Underground 1/2” studs for Ontario (Enersource) 19-1/8 12 5-9/16 18 8.1

FACTORY-INSTALLED ACCESSORIES
Include: -W Water heater lugs

-M 2/0 AWG subfeed on load side
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Meter Socket
Approved for copper or aluminum.

MO2 Series Kit and PVC Accessories

METER SOCKETS WITH PVC ACCESSORIES• 200 AMP. 600 VOLTS MAX.

Ordering Information

Product Specifications

• Conductor range: Line: single 1/2” studs to 
accomodate compression lugs 
Load: 6 AWG-250 kcmil

• For underground service only 

• Aluminum tunnel type connectors (load side) 

• Supplied with screw type ring

• Weatherproof Type 3R enclosure

• Primarily used in: Ontario Only

1-1/4, 1-1/2, 2 and 2-1/2
Trade Size K.O.
3 Places

7/8

1-7/8

7-5/8

5-3/8

1/4

1, 1-1/4, 1-1/2, 2, 2-1/2 and 3
Trade Size K.O.
2 Places7/8

2 Places

4-3/16

4-3/4

9-7/8 1/4

5-9/16

2

2-5/16

19-1/8

MO2-VO BOTTOM MO2-V BOTTOM

1-1/4, 1-1/2, 2 and 2-1/2
Trade Size K.O.
3 Places

7/8

1-7/8

7-5/8

5-3/8

1/4

1, 1-1/4, 1-1/2, 2, 2-1/2 and 3
Trade Size K.O.
2 Places7/8

2 Places

4-3/16

4-3/4

9-7/8 1/4

5-9/16

2

2-5/16

19-1/8

MO2-VO BOTTOM MO2-V BOTTOM

Dimensions are in inches

CATALOGUE
NUMBER DESCRIPTION QTY

KIT
MO2-VO-KIT2U Kit – Meter socket with PVC accessories

Consists of
MO2-VO 200 amp. Meter Socket 1

CI1716 2” Locknut 3

E943J 2” Male Adaptor 1

E977JC 2” Pipe Strap 2

E986J 2” Conduit Bodies – LB Type 1

E995J 2” Meter Offsets 2

UA9AJCB-UPC 2” 90o Elbow 1
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Meter Socket
Approved for copper or aluminum.

MO2 Series Kit and PVC Accessories

METER SOCKETS WITH PVC ACCESSORIES• 200 AMP. 600 VOLTS MAX.

Product Specifications

• Conductor range: Line: single 1/2” studs to 
accomodate compression lugs 
Load: 6 AWG-250 kcmil

• For underground service only 

• Aluminum tunnel type connectors (load side) 

• Supplied with screw type ring

• Weatherproof Type 3R enclosure

• Primarily used in: Quebec Only

Ordering Information

1-1/4, 1-1/2, 2 and 2-1/2
Trade Size K.O.
3 Places

7/8

1-7/8

7-5/8

5-3/8

1/4

1, 1-1/4, 1-1/2, 2, 2-1/2 and 3
Trade Size K.O.
2 Places7/8

2 Places

4-3/16

4-3/4

9-7/8 1/4

5-9/16

2

2-5/16

19-1/8

MO2-VO BOTTOM MO2-V BOTTOM

Dimensions are in inches

CATALOGUE
NUMBER DESCRIPTION QTY

KIT
MO2-V-KIT1-1/4U Meter socket with PVC accessories

Consists of
MO2-V 200 amp. Meter Socket 1

CE942RL 3” PVC/DB2 Adaptor 1

CI1710 1-1/4” Locknut 2

CI1724 3” Locknut 1

CI-DUCT-1 Duct Seal 1

E943G 1-1/4” Male Adaptor 2

E943L 3” Male Adaptor 1

E945L 3” Expansion Fitting 1

E977GC 1-1/4” Pipe Strap 1

E977LC-CAR 3” Pipe Strap 1

E986G 1-1/4” Conduit Bodies – LB Type 1

UA9AGCB-UPC 1-1/4” 90o Elbow 1

CATALOGUE
NUMBER DESCRIPTION QTY

KIT
MO2-V-KIT2U Meter socket with PVC accessories

Consists of
MO2-V 200 amp. Meter Socket 1

CE942RL 3” PVC/DB2 Adaptor 1

CI1716 2” Locknut 2

CI1724 3” Locknut 1

CI-DUCT-1 Duct Seal 1

E943J 2” Male Adaptor 2

E943L 3” Male Adaptor 1

E945L 3” Expansion Fitting 1

E977JC 2” Pipe Strap 1

E977LC-CAR 3” Pipe Strap 1

E986J 2” Conduit Bodies – LB Type 1

UA9AJCB-UPC 2” 90o Elbow 1


