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Blackburn®

Compression Connectors—Product Overview

COM
PRESSION CONNECTORS

Type WR
Wide Range
Compression
Connectors
Pages 52-58

Type KL
Large Compression

Service Entrance Sleeves
Page 62

Type ICS
ee” Insulated Service

Entrance Sleeves
Page 63

Type TR
Triplex Neutral Splices

Page 65

Type RS
Non-Tension

Aluminum Splices
Page 65

Type ACJ, RCJ
Aluminum Jumper

Sleeves
Pages 66, 67

Type AC, RC
Full Tension

Aluminum Splices
Pages 68, 69

Type CTS
Copper Full Tension

Splices
Page 70

Type PCS, PKL, PRS
Pigtail Compression

Sleeves
Page 71

Type AL
Aluminum

Compression
Terminal Lugs

Page 72

Type LP
Line Protector

Sleeves
Page 76

Type CF
Copper Compression

Tap Connectors
Page 59

Type C
Compression Tap

Covers
Page 60

Type CS, CSC
ee” Service Entrance
Sleeves With Cover

Page 61

Type IKL
Insulated Large

Service Entrance
Sleeves
Page 64

Type ALS
Aluminum

Compression
Terminal Lugs

Page 73

Type WRQ, WRS,
SC, CCS, QC

Compression Stirrups
Pages 74-76

Type CTL
Copper Short Barrel

Connectors
Page 77

Type CTL-L, LCN
Copper Long Barrel

Connectors
Pages 78-80

Type CU, CSP
Copper

Compression Splices
Pages 81, 82

Type ATL
Aluminum

Compression
Connectors

Pages 83, 84

Type ASP
Aluminum Splices

Page 85

Type PA
Pin Adapter
Terminals
Page 86
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Blackburn®

Compression H-Tap Connectors

Standard Conductor Compact Conductor Diameter (in.) No. Indents

Main Tap Main Tap Main Tap
ACSR Str. Sol. ACSR Str. Sol. ACSR Str. ACSR Str. max. min. max. min.

• For combinations of aluminum-aluminum
and aluminum-copper conductors

• Pass the requirements of ANSI C119.4
• Standard compression tools and dies install

all sizes
• Seven Connector Program provides superior

connector performance, lower connection
costs and simplified installation procedures

• Fold-in tabs provide positive tab interlock as
tool closes

• Field-proven ribbed design provides
unpalled connector/conductor contact,
without distorting the conductor’s shape

• Made of 1350 aluminum alloy
• Pre-filled with an oxide inhibitor which is

held captive in the rib/ connection area
• RUS Listed
• All connectors reversible
• For copper to copper combinations,

use CF type shown on page 59.

Conductor Range Installation
Information

WR159 1 .332 .162 .332 .162 17⁄16” O 4 2

WR289 3

WR379 5

WR419 7

WR399 6

WR279 4

WR189 2

.470 .398 .332 .162 113⁄16” D 5 2

.563 .475 .332 .162 113⁄16” D 5 2

.419 .266 .332 .162 111⁄16” O 5 2

.470 .336 .470 .336 113⁄16” D 5 2

.563 .461 .447 .338 2 3⁄16” D 6 2

.563 .461 .563 .461 2 7⁄16” D 7 3

Mech. Hyd.
Tool Tool

Cat.
No.

Connector
No.

Con-
nector
Length

L

Con-
nector

Die

Type WR—“O” and “D” Die Seven Connector Program

2
3
4
6

1
2
3
4
6

2
3
4
6

2
3
4
6

2
3
4
6

1
2
3
4
6

1
2
3
4
6

1
2
3
4
6

2
3
4
6

2
3
4
6

1/0
1
2
3

2/0
1/0
1
2

3/0
2/0
1/0
1

2
3
4
6

1
2
3
4
6

1/0
1
2
3
4
6

2/0
1/0
1
2

1
2
3
4
6

2/0
1/0

3/0
2/0

4/0
3/0

2
3
4
6

1/0
1
2
3
4
6

3/0
2/0 3/0

1
2
3
4
6

1
2
3
4
6

2/0
1/0
1

3/0
2/0
1/0

3/0
2/0

2/0
1/0
1

3/0
2/0
1/0

4/0
3/0
2/0

3/0
2/0
1/0

3/0
2/0
1/0

3/0
2/0
1/0

3/0
2/0
1/0

4/0
3/0 4/0 —

1/0
1
2
3
4
6

2
3
4
6

1
2
3
4
6

26618⁄1
250
4/0

266
250
4/0

1
2
3
4
6

1
2
3
4
6

4/0
3/0

4/0
3/0

— 2/0
1/0
1

2/0
1/0

3/0
2/0

26618⁄1
4/0
3/0

266
250
4/0

2/0
1/0

3/0
2/0
1/0

4/0
3/0

4/0
3/0

— 4/0
3/0

4/0
3/0

— 26618⁄1
4/0
3/0

266
250
4/0

26618⁄1
4/0
3/0

266
250
4/0

Type WR —Wide Range Aluminum Tap Connectors

2/0
1/0
1
2

1
2
3
4
6

1
2
3
4
6

®
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Blackburn®

Compression H-Tap Connectors

COM
PRESSION CONNECTORS

WR219

WR299

WR239

WR229

WR269

Standard Conductor Compact Conductor Diameter (in.) No. Indents

Main Tap Main Tap Main Tap
ACSR Str. Sol. ACSR Str. Sol. ACSR Str. ACSR Str. max. min. max. min.

Conductor Range Installation
Information

WR149 .266 .162 .266 .162 11⁄2” O 5 2

WR199

WR259

WR1010

WR179

.419 .232 .419 .232 13⁄4” O 4 2

.398 .324 .398 .316 17⁄8” D 5 2

.398 .266 .332 .232 13⁄4” O 5 2

.419 .326 .412 .292 17⁄8” D 5 2

.447 .365 .332 .236 17⁄8” D 5 2

.470 .410 .398 .316 17⁄8” D 5 2

Mech. Hyd.
Tool ToolCat. No.

Con-
nector
Length

L

Con-
nector

Die

.398 .266 .266 .162 13⁄4” O 5 2

.470 .398 .266 .162 11⁄2” D 4 2

.447 .410 .447 .336 17⁄8” D 5 2

4
6

3
4
6

2
3
4
6

4
6

4
6

3
4
6

2
3
4
6

3
4
6

2
3
4
6

2
3
4
6

1/0
1
2
3

1/0
1
2

1 4
6

3
4
6

2
3
4
6

1/0
1
2

2/0
1/0
1
2

1
2
3
4

1
2

1/0
1
2
3

1/0
1
2

1
2
3
4

1
2
3
4

1
2

1/0
1
2

2/0
1/0
1
2

4
6

2
3
4
6

2/0
1/0
1
2
3
4

1/0
1
2
3
4

1
2

1/0
1
2
3
4

2/0
1/0
1
2
3
4

1
2

2/0
1/0
1
2
3
4

2/0
1/0
1
2

2/0
1/0
1
2
3
4

2/0
1/0
1
2

1/0
1

2/0
1/0 — 1/0

1
2/0
1/0 — 2/0

1/0
2/0
1/0

2/0
1/0

2/0
1/0

1/0
1

2/0
1/0

3/0
2/0 — 3/0

2/0
4
6

3
4
6

2
3
4
6

4
6

2
3
4
6

3/0

1/0
1 —

1/0
1
2

1/0
1 — 1/0 2/0

1/0 1/0 2/0
1/0

2/0
1/0

2/0
1/0 —

2
3
4

1
2
3

1
2

2/0
1/0

1
2
3
4

1
2

4/0
3/0

2/0

2/0 2/0

3/0
2/0 —

—

—

—

1/0
1
2

1/0
1

2/0
1/0

2/0
1/0

3/0
2/0 3/0

2/0 3/0

1/0
1

2/0
1/0

2/0
1/0

3/0
2/0
1/0

Tap

Main

Type WR—Supplemental “O” and “D” Die Connectors
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Blackburn®

Compression H-Tap Connectors

WR389**

WR389

Standard Conductor* Compact Conductor Diameter (in.) No. Indents

Main Tap Main Tap Main Tap
ACSR Str. Sol. ACSR Str. Sol. ACSR Str. ACSR Str. max. min. max. min.

WR319 .502 .461 .332 .229 17⁄8” D 5 2

WR359

WR369**

WR369

WR339

.563 .461 .374 .266 17⁄8” D 4 2

.563 .423 .470 .336 2 3⁄16” D 6 2

.563 .461 .266 .162 17⁄8” D 4 2

.563 .423 .373 .232 17⁄8” D 5 2

Mech. Hyd.
Tool ToolCat. No.

Con-
nector
Length

L

Con-
nector

Die

.502 .461 .447 .336 2 1⁄8” D 6 2

.563 .461 .470 .376 2 3⁄16” D 6 2

*Will accept conductors of these same wire sizes with a 3% reduction of diameter (compressed).
**This range possible only when crimped with hydraulic tool.

4/0
3/0
2/0

3/0

3/0

4/0
3/0

4/0
3/0

4/0
3/0

4/0
3/0
2/0

4/0
3/0 — 4

6

3
4
6

2
3
4
6

266
4/0
3/0

266
250
4/0

1/0
1
2

1/0
1
2

3/0 —
2
3
4

1
2
3
4

1
2 3/0 4/0

1
2
3
4

1
2

3/0 —
2/0
1/0
1

2/0
1/0 — 3/0 4/0 2/0

1/0

3/0
2/0
1/0

4/0
3/0 —

1
2
3
4

1/0
1
2
3

1
266
4/0
3/0

266
250
4/0

1/0
1
2

1/0
1
2

4/0
3/0 —

1/0
1
2
3
4

266
4/0
3/0

1/0
1
2
3
4

1/0
1
2

266
250
4/0
3/0

1/0
1
2
3
4

1/0
1
2

4/0
3/0 — 2/0

1/0
3/0
2/0 —

266
4/0
3/0

266
250
4/0

3/0
2/0

3/0
2/0

4/0
3/0 —

2/0
1/0
1

3/0
2/0
1/0

—
266
4/0
3/0

266
250
4/0

3/0
2/0
1/0

3/0
2/0
1/0

Type WR—Supplemental “O” and “D” Die Connectors
Conductor Range Installation

Information

Tap

Main
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Blackburn®

Compression H-Tap Connectors

COM
PRESSION CONNECTORS

* Will accept conductors of these same wire sizes with a 3% reduction of diameter (compressed).
** Not reversible (Fig. 2)

WR885

Standard Conductor* Compact Conductor Diameter (in.)

Main Tap Main Tap Main Tap
ACSR Str. ACSR Str. Sol. ACSR Str. ACSR Str. max. min. max. min.

WR715 .753 .520 .447 .162 2” 2

WR815

WR875**

WR835

WR775

.858 .520 .563 .368 2” 2

.858 .520 .447 .162 2” 2

.858 .520 .684 .520 3” 3

For Use No. of
With Tool IndentsCat. No.

Con-
nector
Length

L

.743 .520 .743 .520 3” 3

.814 .520 .814 .520 3” 3

Main

Tap

Main

Tap

400
397
350
336
300
266
250

400
397
350
336
300
266
250
4/0

400
397
350
336
300
266
250
4/0

500
477
397
350
336
300
266
250

500
477
397
336
300
266
250

556
500
400
397
350
336
300
266
250

39718⁄1
336
266

39718⁄1
336
266
4/0

556
477
397
336
266
250

2/0
1/0
1
2
3
4
6

3/0
2/0
1/0
1
2
3
4
6

477
397
336

2/0
1/0
1
2
3
4
6

2/0
1/0
1
2
3
4
6

3/0
2/0
1/0
1
2
3
4
6

500
477
397
350

39718⁄1
336
266
4/0

—
477
397
336
266

477
397
336
266

3/0
2/0
1/0
1
2
3
4
6

2/0
1/0
1
2
3
4
6

3/0
2/0
1/0
1
2
3
4
6

2/0
1/0
1
2
3
4
6

2/0
1/0
1
2
3
4
6

556
477
397
336
266

400
397
350
336
300
266
250

266
4/0
3/0
2/0

47718⁄1
397
336
266
4/0

556
477
397
350
336
300
266
250

250
4/0
3/0

556
477
397
350
336
300
266
250

556
477
397
336
266

397
336
266

500
400
397
350
336
300
266
250
4/0

4/0
3/0
2/0

4/0
3/0
2/0
1/0

4/0
3/0
2/0
1/0

397
336

350
336
300
266
250

33618⁄1
266

556
477
397
350
336
300
266
250

500
400
397
350
336
300
266
250
4/0

—

556
477
397
336
266

556
477
397
336
266

47718⁄1
397
336
266
4/0

47718⁄1
397
336
266
4/0

JB12A,
JB12B,

12A
and
Y-35
tools

Fig. 1Fig. 2

Type WR—Wide Range “N” Die Tap Connectors for Hydraulic Tools, 12-Ton and Greater
Conductor Range

Installation
Information
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Blackburn®

Compression H-Tap Connectors

Type WR—Wide Range “N” Die Tap Connectors for Hydraulic Tools, 10-Ton and Greater

Main

Tap

Main

Tap

Fig. 1Fig. 2

WR819

Standard Conductor* Compact Conductor Diameter (in.)

Main Tap Main Tap Main Tap
ACSR Str. ACSR Str. Sol. ACSR Str. ACSR Str. max. min. max. min.

Conductor Range
Installation
Information

WR699

WR739

WR719

.563 .477 2” 2

.684 .593 3” 3

For Use No. of
With Tool IndentsCat. No.

Con-
nector
Length

L

.814 .666 3” 3

477
397
336

266
250
4/0

4
6

2
3
4
6

4
6

2
3
4
6

39718⁄1
336
266

4/0

47718⁄1
266

266
4/0
3/0

4
6

477
397

397
350
336

2/0
1/0
1
2

556
477
397
350

3/0
2/0
1/0
1

397
336

500
400
397
350
336

3/0
2/0
1/0
1

4/0
3/0
2/0

39733618⁄1
266

556
477
397
350

—

556
477
397
336

556
477
397
336

47718⁄1
397
336

47718⁄1
397
336

4/0
3/0
2/0

2/0
1/0
1
2

WR779

WR799

400
397
350
336
266
250

3
4
6

2/0
1/0
1
2

WR839 4/0
3/0

WR879**

WR889

350
336
300
266
500
400
397
350
336

3
4
6

2/0
1/0
1
2
3

4/0
3/0
2/0
1/0

2/0
1/0
1
2
3

3/0
2/0
1/0
1

2
3
4
6

4/0

500
250

2/0
1/0
1
2

3/0
2/0
1/0
1

477
397
336

3
4
6

2
3
4
6

266
4/0
3/0

266
250
4/0

.477 .289 2” 2

.270 .160 2” 2

.743 .570 3” 3

.563 .398 2” 2

.447 .289 2” 2

.266 .162 2” 2

.814 .575

.666.814

500
250

556
500
477
450
400
397
350
336

47718⁄1
266

47718⁄1
397
336

556
477
397

556
477
397

.858 .659

JB12A,
JB12B,
WH2,

PH2, 12A
and
Y-35
tools

.570.743

400
397
350
336
300
266
250

39718⁄1
336
266

477
397
336

477
397
350
336
300

*Will accept conductors of these same wire sizes with a 3% reduction of diameter (compressed). Tap wire must be installed in B groove.
**Not reversible (Fig. 2).



954
900
874

1000
900
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Blackburn®

Compression H-Tap Connectors

COM
PRESSION CONNECTORS

Main

Tap

WR999

Standard Conductor Compact Conductor Diameter (in.)

Main Tap Main Tap Main Tap
ACSR Str. ACSR Str. ACSR Str. ACSR Str. max. min. max. min.

Conductor Range
Installation
Information

WR909 .684 .398 4 3⁄4 R 4

WR949

WR989

WR969

WR929

Cat. No.

Con-
nector
Length

L

900
874
800
795
750
715
700
636
600

350
336
266
250
4/0
3/0
2/0

79526⁄7
715
666
636
605
556

477 30⁄7

954
874
795

636
556
477
397

1000
954
874
795
750

700
636
556
477
450

900
874
800
795
750
715
700
636
600

55618⁄1
477
397
336
300

1000
954
874
795
750

55618⁄1
477
397
336
300

JB60A,
JB60B,

Y60,
60A
and

PH-3
tools

For Use Connector No. of
With Tool Die Indents

600
556
550
500
400
477
450
400
397
350
336

397
350
336
300
266
250
4/0
3/0

3971⁄2
336
266
4/0
3/0
2/0

33618⁄1
266
4/0
3/0
2/0
1/0

55618⁄1
477
397
336
300

636
556
477
397

700
636
556
500
477
450

600
556
550
500
477
450
400
397
350
336

636
556
477
397

700
636
556
477
450

397
350
336
300
266
250
4/0
3/0

.893 .666 4 3⁄4 R 4

.666.893

600
556
550
500
477
450
400
397
350
336

39718⁄1
336
266
4/0
3/0
2/0

350
336
266
250
4/0
3/0
2/0

79526⁄7
715
666
636
605
556

477 30⁄7

33618⁄1
266
4/0
3/0
2/0
1/0

954
874
795

.8831.108

954 45⁄7
900
874
795
715
666

1033
1000
900
800
795
750

954 45⁄7
900
874
795
715
666

1033
1000
900
800
795
750

954
900

1000
900 1.172 .997

.684 .398 4 3⁄4 R 4

1.108 .883 4 3⁄4 R 4

.893 .666 4 3⁄4 R 4

1.172 .997 4 3⁄4 R 4

Type WR—Wide Range “R” Die Tap Connectors



Fig. 1 Fig. 2

Type WR—Street Lighting Compression Connectors
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Blackburn®

Compression H-Tap Connectors

Standard Conductor* Diameter (in.) No. Indents
Main Tap A Tap B Main Tap A Tap B

ACSR Str. Sol. Str. Sol. Str. Sol. max. min. max. min. max. min.

Conductor Range Installation
Information

WR9 .292 .184 .146 .064 — — 13⁄16” 3 —

WR502(1)

WR502**(1)

WR139(1)

Mech. Hyd.
Tool ToolCat. No.

Con-
nector
Length

L

Con-
nector

Die

* Will accept conductors of these same wire sizes with a 3% reduction of diameter (compressed).
** This range possible only when crimped with hydraulic tool.
(1) Not CSA Certified.

2

—

3
4
6

2
3
4
6

1
2
3
4

4/0
3/0
2/0
1/0

1/0
1
2
3
4

4/0
3/0

Figure
No.

1

1

1

1
2

4/0
3/0

2/0
1/0
1
2
3

4/0
3/0
2/0
1/0

—

8
10

8
10
12
14

8
10

8
10

8
10
12
14

6
8

10

6
8

10

6
8

10

— —

12
14

12
14

12
14

12
14

12
14

12
14

.419 .250 .162 .100 .092 .064 11⁄2” O 4 2

.563 .461 .162 .100 .092 .064 11⁄2” D 4 —

.563 .365 .162 .100 .092 .064 11⁄2” D — 2

5⁄8
BG

Main

Tap A

Main

Tap ATap B

®



Type CF—Copper Compression Tap Connectors
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Blackburn®

Compression H-Tap Connectors

COM
PRESSION CONNECTORS

BKBBKB
CFS44-1DIE – B,  T, 5/8

BKB
CF44-1

DIE – B,  T, 5/8

• For tapping copper conductors to unbroken 
main copper conductors

• Extruded pure electrolytic copper
• Full length tab for easy installation
• Efficient design for lower crimping force
• Standard compression tools and dies
• Single and double tab designs
• RUS listed

CF44-1

Cat. No.

1

Figure
No.

Standard Conductor* Diameter (in.)* Mechanical Tools*** Hydraulic Tools***

Main Tap Main Tap
Sol. Str. Sol. Str. max. min. max. min.

Conductor Range Installation Information

“H” “H” Connector Type MD JB12A H TBM15/TBM15PF
(min.) 1 Length OD 58 O Series JB12B Series Y-35 Y45/Y46

4
6 6

4
6
8

6 .204 .162 .204 .128 .971 .729

CFS44-1 2 4
6 6

4
6
8

8 .204 .162 .204 .128 .864 .743

41 2
4

2
4 4 .258 .204 .258 .204 1.162 .813CF22-1

CFS22-1 42 2
4

2
6 6 .258 .204 .258 .162 1.017 .842

CF102-1 1 —
1/0
1
2

2
4
6

4 .373 .292 .258 .162 1.540 1.100

CF1010-1 1 —
1/0
1
2

—
1/0
1
2

.373 .292 .373 .292 1.610 1.050

1CF202-1 — 2/0
1/0 —

2/0
1/0
1
2

.419 .368 .258 .204 1.670 1.269

1CF2020-1 — 2/0
1/0 —

2/0
1/0
1
2

.419 .368 .414 .292 1.740 1.220

CF402-1 1 —
4/0
3/0
2/0

2
4 4 .528 .414 .258 .204 1.983 1.423

CF4010-1 1 —
4/0
3/0
2/0

—
1/0
1
2

.528 .414 .373 .292 1.992 1.423

CF4040-1 1 —
4/0
3/0
2/0

—
4/0
3/0
2/0

.528 .414 .528 .414 2.252 1.483

B,T B,T W-KB BKT B BKT BKT
5⁄8 5⁄8 W-BG U-BG U-BG

13⁄16”
B,T B,T W-KB BKT BKT BKT BKT

5⁄8 5⁄8 W-BG U-BG U-BG

K K W-KK — — — BKT

K K W-KK W-KK BKT BKT BKT

— — — O O O O

— — — O O O O

— — — K-C C K-C K-C

— — — K-C C K-C K-C

— — — D** D** D** D**

— — — D** D** D** D**

— — — D** D** D** D**

*Decimal dimensions are for conventional conductor, not Copperweld or Alumoweld.   
**Blackburn “D” dies.
***Three indents with mechanical tools and one indent with hydraulic tools. 15 ton/head use appropriate die adapters.

13⁄16”

27⁄32”

7⁄8”

11⁄8”

Dimensional
Information

A

B

«H» 1
«H»

(MIN)

A

B

«H» 1
«H»

(MIN)



• Hinged polyethylene cover
• Installs easily, quickly–less expensive than

taping
• Positive snap-locks fasten securely
• Drain ports prevent accumulation of

corrosion-causing moisture
• Ultra-violet stabilized
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Blackburn®

Compression H-Tap Connectors

Dimension
Cat. No. Capacity* Height Length Width

C2BB All 5⁄8” O.D., sleeves 2” long or less 1.10 4.00 1.05
C5C All “O” Die taps, 13⁄4” long or less 1.60 3.75 1.25
C7C All “D” Die taps, 2 1⁄2” long or less 1.80 5.00 1.45
C9 All “N” and “D” die taps, up to 2” long 2.75 4.25 2.00
C9L All “N” and “D” die taps, up to 5” long 2.75 7.25 2.00

*Before compression

Type C—Compression Connector Covers



CS61‡ CSC61 — 8 str. Green — 8 str. .162 .146 Green
6 sol. 6 sol.

CS62‡ CSC62 6 6⁄1 6 str. Blue 1 10 str. .128 .116 Brown
4 sol. 8 sol.

CS63‡ CSC63 6 6⁄1 6 str. Blue — 8 str. .162 .146 Green
4 sol. 6 sol.

CS64‡ CSC64 6 6⁄1 6 str. Blue 6 6⁄1 6 str. .204 .184 Blue
4 sol. 4 sol.

CS65‡ CSC65 46⁄1, 
7⁄1 3-4 str. Orange — 10 str. .128 .116 Brown

2 sol. 8 sol.

CS66‡ CSC66 46⁄1, 
7⁄1 3-4 str. Orange — 8 str. .162 .146 Green

2 sol. 6 sol.

CS67‡ CSC67 46⁄1, 
7⁄1 3-4 str. Orange 6 6⁄1 6 str. .204 .184 Blue

2 sol. 4 sol.

CS68‡ CSC68 46⁄1, 
7⁄1 3-4 str. Orange 46⁄1, 

7⁄1 3-4 str. .258 .232 Orange
2 sol. 2 sol.

CS69‡ CSC69 2 6⁄1, 
7⁄1 1-2 str. Red — 10 str. .128 .116 Brown

8 sol.

CS70‡ CSC70 2 6⁄1, 
7⁄1 1-2 str. Red — 8 str. .162 .146 Green

6 sol.

CS71‡ CSC71 2 6⁄1, 
7⁄1 1-2 str. Red 6 6⁄1 6 str. .204 .184 Blue

4 sol.

CS72‡ CSC72 2 6⁄1, 
7⁄1 1-2 str. Red 4 6⁄1, 

7⁄1 3-4 str. .258 .232 Orange
2 sol.

CS73‡ CSC73 2 6⁄1, 
7⁄1 1-2 str. Red 2 6⁄1, 

7⁄1 1-2 str. .328 .292 Red

CS74‡ CSC74 1/0 1/0 str. Yellow — 8 str. .162 .146 Green
6 sol.

CS75‡ CSC75 1/0 1/0 str. Yellow 6 6⁄1 6 str. .204 .184 Blue
4 sol.

CS76‡ CSC76 1/0 1/0 str. Yellow 4 6⁄1, 
7⁄1 3-4 str. .258 .232 Orange

2 sol.

CS77‡ CSC77 1/0 1/0 str. Yellow 2 6⁄1, 
7⁄1 1-2 str. .328 .292 Red

CS78‡ CSC78 1/0 1/0 str. Yellow 1/0 1/0 str. .398 .368 Yellow

CS84‡ CSC84 — 2/0 str. Grey 1/0 1/0 str. .398 .368 Yellow

CS85‡ CSC85 — 2/0 str. Grey — 2/0 str. .414 .414 Grey

Types CS and CSC—Service Entrance Sleeves, ee Die

• For combinations of aluminum-aluminum
and aluminum-copper conductors

• Pass the requirements of ANSI C119.4
• Sleeves are made of highly conductive

aluminum
• Quick identification with colour-coded foil

caps
• Install with standard compression dies
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Blackburn®

Service Entrance Connectors

COM
PRESSION CONNECTORS

.162 .146

.204 .184

.258 .232

.398 .368

.414 .414

.328 .292

Bare
Sleeve ASCR AWG max. min. ASCR AWG max. min.

Conductor Range
Diameter (in.)

Conductor Range
Diameter (in.)Sleeve

With
Cover

Cat. No.
End “A” End “B”

Colour
Code

Colour
Code

Installation Dies
Cat. No. Mech. Hyd.

All 5⁄8 (OD58 Tool) Peach, U-BG
BG, G, TU B58CS, 52

‡ RUS Listed.

Installation Information



• For combinations of aluminum-aluminum
and aluminum-copper conductors

• Pass the requirements of ANSI C119.4
• Splices large conductors required for

commercial service; use as low cost
reducing sleeve

• All sizes can be installed with popular
mechanical and hydraulic tools

• Center stop assures proper conductor 
positioning

• Quick identification with colour-coded foil
caps
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Blackburn®

Service Entrance Connectors

KL20-1 6 str. .184 .167 Blue 6 str. .184 .167 Blue6 str. compact 6 str. compact

KL22-1 4 str. .232 .211 Orange 4 str. .232 .167 Orange4 str. compact 4 str. compact

2 str. 2 str.KL25-1 2 str. compact .292 .266 Red 2 str. compact .292 .266 Red

1/0 sol. Al, 1 str. 1/0 sol. Al, 1 str.
KL31-1 2 ACSR, .336 .316 Red 1 str. compact .336 .316 Red

1/0 str. comp 2 ACSR

1/0 ACSR 1/0 ACSR
KL36-1 1/0 str. .398 .368 Yellow 1/0 str. .398 .368 Yellow

2/0 str. compact 2/0 str. compact

KL45-1 2 ACSR, 1–2 str. .328 .292 Red1 str. compact

KL46-1 1/0 ACSR, 1/0 str. .398 .368 Yellow2/0 str. compact

KL47-1 2/0 ACSR, 2/0 str. .448 .414 Gray3/0 str. compact

KL54-1 4 ACSR, 3– 4 str. .258 .232 Orange2 sol.

KL55-1 2 ACSR, 1–2 str. .328 .268 Red1 str. compact

KL56-1 1/0 ACSR, 1/0 str. .398 .368 Yellow2/0 str. compact

KL57-1 2/0 ACSR, 2/0 str. .448 .414 Gray3/0 str. compact

KL58-1 3/0 ACSR, 3/0 str. .502 .464 Black4/0 str. compact

KL64-1 4 ACSR, 3– 4 str. .258 .232 Orange2 sol.

KL65-1 2 ACSR, 1–2 str. .328 .268 Red1 str. compact

KL66-1 1/0 ACSR, 1/0 str. .398 .368 Yellow2/0 str. compact

KL67-1 2/0 ACSR, 2/0 str. .448 .414 Gray3/0 str. compact

KL68-1 3/0 ACSR, 3/0 str. .502 .464 Black4/0 str. compact

KL69-1 4/0 ACSR, 4/0 str. .563 .522 Pink

max. min. max. min.

Conductor Range
Diameter (in.)

Conductor Range
Diameter (in.)

Cat. No.

End “A” End “B”

Color
Code

Color
Code

Type KL—Large Compression Service Entrance
Sleeves, 840 Die

2/0 ASCR
2/0 str. .448 .414 Gray

3/0 str. compact

3/0 ASCR
3/0 str. .502 .464 Black

4/0 str. compact

4/0 ASCR
4/0 str. .563 .522 Pink

Installation Dies
Cat. No. Mech. Hyd.

All 840, W-K840 840, U-K840
EEI-11A, TX U-249, B49EA

Installation Information
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Service Entrance Connectors

ICS61-1 — 8 str. .162 .144 Green
6 sol.

ICS62-1 — 10 str. .128 .114 Brown
8 sol.

ICS63-1 — 8 str. .162 .144 Green
6 sol.

ICS64-1 6 6 str. .204 .184 Blue
4 sol.

ICS65-1 — 10 str. .128 .114 Brown
8 sol.

ICS66-1 — 8 str. .162 .144 Green
6 sol.

ICS67-1 6 6 str. .204 .184 Blue
4 sol.

ICS68-1 4 3-4 str. .258 .213 Orange
2 sol.

ICS70-1 — 8 str. .162 .144 Green
6 sol.

ICS71-1 6 6 str. .204 .184 Blue
4 sol.

ICS72-1 4 3-4 str. .258 .213 Orange
2 sol.

ICS73-1 2 1-2 str. .328 .268 Red

ICS74-1 — 8 str. .162 .146 Green
6 sol.

ICS75-1 6 6 st .204 .184 Blue
4 sol.

ICS76-1 4 3-4 str. .258 .213 Orange
2 sol.

ICS77-1 2 1-2 str. .328 .268 Red

ICS78-1 — 1/0 str. .398 .368 Yellow

• Pre-insulated for fast, easy installation with
standard tools

• For combinations of aluminum and
alu-minum-copper conductors

• Pass the requirements of ANSI C119.4

ASCR AWR max. min. ASCR AWR max. min.

Conductor Range
Diameter (in.)

Conductor Range
Diameter (in.)

Cat. No.

End “A” End “B”

Colour
Code

Colour
Code

Type ICS—Service Entrance Sleeves, 5/8 Die

6 6 str. .204 .184 Blue
4 sol.

4 3-4 str. .258 .213 Orange
2 sol.

2 1-2 str. .328 .268 Red

1/0 1/0 .398 .368 Yellow

All are RUS Listed.

— 8 str. .162 .144 Green
6 sol.

Installation Dies
Cat. No. Mech. Hyd.

All 5⁄8 (OD58 Tool) Peach, U-BG
BG, W-BG, G, TU B58CS

Installation Information

COM
PRESSION CONNECTORS
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Blackburn®

Service Entrance Connectors

• For combinations of aluminum-aluminum
and aluminum-copper conductors

• Pass the requirements of ANSI C119.4
• Use as a low tension reducing sleeve for

insulated conductor
• Pre-insulated for fast, easy installation of

large home or commercial service entrances
• Concave polyethylene end caps seal out 

dirt, but are easily pierced when inserting
conductor

Type IKL—Insulated Service Entrance Sleeves, 840 Die

IKL34 4 ACSR .258 .213 Orange3– 4 str., 2 sol.

IKL35 2 ACSR .328 .268 Red1– 2 str.

1/0 ACSR
IKL36 1/0 str. .398 .365 Yellow

2/0 str. comp

IKL44 4 ACSR .258 .213 Orange3– 4 str., 2 sol.

IKL45 2 ACSR .328 .268 Red1–2 str.

1/0 ACSR
IKL46 1/0 str. .398 .365 Yellow

2/0 str. comp

2/0 ACSR
IKL47 2/0 str. .448 .414 Grey

3/0 str. comp

IKL54 4 ACSR .258 .213 Orange3– 4 str., 2 sol.

IKL55 2 ACSR .328 .268 Red1– 2 str.

1/0 ACSR
IKL56 1/0 str. .398 .365 Yellow

2/0 str. comp

2/0 ACSR
IKL57 2/0 str. .448 .414 Grey

3/0 str. comp

3/0 ACSR
IKL58 3/0 str. .502 .464 Black

4/0 str. comp

IKL64 4 ACSR .258 .213 Orange3– 4 str., 2 sol.

IKL65 2 ACSR .328 .268 Red1– 2 str.

IKL66 1/0 ACSR .398 .365 Yellow1/0 str.

2/0 ACSR
IKL67 2/0 str. .448 .414 Grey

3/0 str. comp

3/0 ACSR
IKL68 3/0 str. .502 .464 Black

4/0 str. comp

IKL69 4/0 ACSR .564 .522 Pink4/0 str.

max. min. max. min.

Conductor Range
Diameter (in.)

Conductor Range
Diameter (in.)

Cat. No.

End “A” End “B”

Colour
Code

Colour
Code

1/0 ASCR
2/0 str. .398 .365 Yellow1/0 str.

(compact)

2/0 ASCR
2/0 str. .448 .414 Grey3/0 str.

(compact)

3/0 ASCR
3/0 str. .502 .464 Black4/0 str.

(compact)

4/0 ACSR .564 .522 Pink
4/0 str.

Installation Dies
Cat. No. Mech. Hyd.

All
BY37, 840 B49EA, 840

W-K840, TX U-K840, U-249

All are RUS Listed.

Installation Information
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Service Entrance Connectors

Type RS —Aluminum Compression Splice

• Non tension splice frequently used for
service entrance on commercial-industrial
loads

• For end-to-end splicing of aluminum to
copper conductor, #4/0 str. through 1000
MCM

• Prefilled with oxide inhibitor
• Passes the requirements of ANSI C119.4

Type TR —Triplex Neutral Splice, Semi-Tension, 5/8 Die
Conductor Range

Conductor Diameter* Cap
Cat. No. ACSR AWG max. min. Colour Length

TR61 6 6 str. .204 .184 Blue 41⁄4”4 sol.

TR63 4 4 str. .258 .232 Orange 41⁄4”2 sol.

TR64 2 2 str. .316 .292 Red 41⁄4”

TR65 1 1/0 str. .373 .355 Yellow 6”

TR66 1/0 — .398 .373 Yellow 6”

Cat. No. Installation Dies

All 5⁄8, Peach, G, TU

*Decimal dimensions are for conventional conductor, not Copperweld or Alumoweld.

Installation Information

max.-min. max.-min. max.-min. max.-min.

Conductor Range
Diameter (in.)

Conductor Range
Diameter (in.)

Cat. No.

End “A” End “B” Installation
Dies

Hydraulic
ToolLength

RS253 300-250 MCM .630-.574 4/0 .528

RS2525 300-250 MCM .630-.574 300-250 MCM .630-.574

RS403 400-336 MCM .726-.666 4/0 .528

RS4025 400-336 MCM .726-.666 300-250 MCM .630-.574

RS4040 400-336 MCM .726-.666 400-336 MCM .726-.666

RS4525 500-450 MCM .813-.770 300-250 MCM .630-.574

RS4540 500-450 MCM .813-.770 400-336 MCM .726-.666

RS4545 500-450 MCM .813-.770 500-450 MCM .813-.770

RS8080 800-750 MCM 1.029-.997 800-750 MCM 1.029-.997

RS100100 1000-900 MCM 1.152-1.092 1000-900 MCM 1.152-1.092

6”

71⁄2”

8”

B20AH
318
15⁄16

6030AH
352

COM
PRESSION CONNECTORS
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Blackburn®

Distribution Compression Connectors

• Meets the 40% partial tension requirement
of ANSI C119.4

Type ACJ—Aluminum Jumper Sleeves for All Aluminum Conductor
Mechanical Tools Hydraulic Tools

OD58* MD Series O-52 JB12B Y Series WH Series

Crimps Crimps Crimps Dies Crimps Crimps Crimps EEI
Conductor per Die per per Cat. per Die per Die per Classi-

Cat. No. (Stranding) Lgth. Dies End Index End Dies End Nos. End Index End Index End fication

ACJ20 2/0(7, 19) 43⁄4” BY33 8 C-167 8 737 8 B39EA 2 247 2 737 4 10A
W-247 4 747 4

ACJ205 2/0(7, 19) 43⁄4” BY41 4 W-245 4 635 4 B30EA 2 245 2
5⁄8–1 4 9A
635 2

ACJ30 3/0(7, 19) 43⁄4” BY35 8 W-247 4 781 8 B74AH 2 247 2 781 4 —
ACJ40 4/0(7, 19) 43⁄4” BY37 8 W-249 4 840 8 B49EA 2 249 2 840 4 11A
ACJ266 266.8(7, 19) 53⁄8” — — — — — — B75AH 3 251 3 11⁄2 3 —
ACJ336 336.4(19, 37) 53⁄8” — — — — — — B80EA 3 321 3 11⁄8–1 3 13A

ACJ350 350(19) 6 3⁄4” — — — — — — B80EA 5 490 5 11⁄8–1 5 13A
547

ACJ397 397.5(19) 6 3⁄4” — — — — — — B80EA 4 468 4 11⁄8–1 4 13A

ACJ477 477, 500 91⁄2” — — — — — — B80EA 6 317 6 11⁄8–1 6 13A
(19, 37) 426

ACJ556 556.5(19, 37) 9 9⁄16” — — — — — — B76AH 8 318 9 11⁄8–1 11 —

*OD58 dies are interchangeable with those listed for 0-52.
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Blackburn®

Distribution Compression Connectors

• Meets the 40% partial tension requirement
of ANSI C119.4

Type RCJ—Aluminum Jumper Sleeves for ACSR, AAAC, 5005, AAC Conductor
Mechanical Tools Hydraulic Tools

OD58* MD Series O-52 JB12B Y Series WH Series

Crimps Crimps Crimps Dies Crimps Crimps Crimps EEI
Conductor per Die per per Cat. per Die per Die per Classi-

Cat. No. (Stranding) Lgth. Dies End Index End Dies End Nos. End Index End Index End fication

1/0 ACSR(6⁄1)
737 12 W-C 12 737 12 167 6 737 61/0 AAAC(7) 61⁄2” 747 6 W-702 4 747 6 B39EA 3 247 3 747 3 10A

RCJ10‡ 1/0 5005(7)
1/0 AAC(7)

2/0 ACSR(6⁄1)

RCJ20‡ 2/0 AAAC(7) 6 3⁄4” 781 13 — — 781 13 B74AH 3 659 3 3⁄4 3 —
2/0 5005(7)
2/0 AAC(7)

3/0 ACSR(6⁄1)

RCJ30‡ 3/0 AAAC(7) 61⁄4” — — — — — — B49EA 3 658 3 29⁄32 3 11A
3/0 5005(7)
3/0 AAC(7)

4/0 ACSR(6⁄1)
4/0 AAAC(7) 6 3⁄4” — — — — — — B61EA 3 654 3 1.00 3 12ARCJ40BB‡

4/0 5005(7)
4/0 AAC(7)

RCJ266‡ 266.8 ACSR(18⁄1) 7” — — — — — — B80EA 3 655 3 11⁄8–1 3 13A

RCJ336‡ 336.4 ACSR(18⁄1) 7” — — — — — — B80EA 3 655 3 11⁄8–1 3 13A

397.5 ACSR(18⁄1)
RCJ397 336.4(26-7) 71⁄4” — — — — — — B20AH 4 327 4 11⁄8–1 4 14A

336.4(30-7)

RCJ477 477 ACSR(18⁄1) 8 3⁄4” — — — — — — B20AH 5 318 5 15⁄16 5 14A

RCJ477M 477 ACSR(26⁄7) 9” — — — — — — B76AH 5 318 8 11⁄8 6 —

* OD58 dies are interchangeable with those listed for O-52.
‡ RUS Listed.

COM
PRESSION CONNECTORS
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Blackburn®

Distribution Compression Connectors

• Center stop assures proper conductor
positioning

• External end taper provides conductor stress
relief, ease of stringing and corona
protection

• Internal end chamfer allows easy conductor
insertion and prevents sharp edge contact
with conductor

• Fully tested to meet electrical and
mechanical requirements of ANSI C119.4;
will with-stand 95% of conductor rated
breaking strength

Mechanical Tools Hydraulic Tools

OD58* MD Series O-52 JB12B Y Series WH Series

Crimps Crimps Crimps Dies Crimps Crimps Crimps EEI
Conductor per Die per per Cat. per Die per Die per Classi-

Cat. No. (Stranding) Lgth. Dies End Index End Dies End Nos. End Index End Index End fication

AC6 6(7) 3” BY19 4 W-161 2 5⁄16 4 B73SH 1 161 1 5⁄16 3 —
AC4 4(7) 3” BY21 4 W-162 4 3⁄8 4 B71AH 1 162 1 3⁄8 3 —

AC2 2(7) 41⁄8” BY23 6 W-163 6 1⁄2 6 B17EA 2 163 2
1⁄2 4 6A

510 3

1/0 BG 12 5⁄8–1 6
AC10 (7, 19) 71⁄4” BY31 12 W-243 12 5⁄8–1 12 B24EA 3 243 3 635 3 8A

W-687 6

AC20 2/0 91⁄4” BY33 16 C-167 16 737 16 B39EA 4 247 4 737 8 10A
(7, 19) W-247 8 747 4

AC205 2/0 91⁄4” BY41 8 W-245 8 635 8 B30EA 4 245 4 635 4 9A
(7, 19)

AC30 3/0 8” BY35 16 W-247 8 781 16 B74AH 4 247 4 781 8 —
(7, 19)

AC40 4/0 91⁄2” BY37 12 W-249 12 840 12 B49EA 6 249 6 840 12 11A
(7, 19)

AC266 266.8 85⁄8” — — — — — — B75AH 7 251 7 1.00 7 —
(7, 19)

AC336 336.4 10” — — — — — — B80EA 8 321 8 11⁄8–1 8 13A
(19, 37)

AC350 350 11” — — — — — — B80EA 9 490 9 11⁄8–1 9 13A
(19) 547 9

AC397 397.5 121⁄8” — — — — — — B80EA 8 468 8 11⁄8–1 8 13A
(19)

AC477 477 131⁄2” — — — — — — B80EA 9 317 9 11⁄8–1 9 13A
(19, 37) 426 9

AC556 556 131⁄2” — — — — — — B76AH 9 318 13 15⁄16 16 —
(19, 37)

*OD58 dies are interchangeable with those listed for O-52.

Type AC—Single Sleeve, Full Tension Splice for All
Aluminum Conductor
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Blackburn®

Distribution Compression Connectors

• Center stop assures proper conductor
positioning

• Replaces two-piece splices
• External end taper provides conductor stress

relief, ease of stringing and corona 
protection

• Internal end chamfer allows easy conductor
insertion and prevents sharp edge contact
with conductor

• Tested to meet electrical and mechanical
requirements of ANSI C119.4; will withstand
95% of conductor rated breaking strength

Mechanical Tools Hydraulic Tools

OD58* MD Series O-52 JB12B Y Series WH Series

Crimps Crimps Crimps Dies Crimps Crimps Crimps EEI
Conductor per Die per per Cat. per Die per Die per Classi-

Cat. No. (Stranding) Lgth. Dies End Index End Dies End Nos. End Index End Index End fication

4ACSR(6⁄1,7⁄1)
4AAAC(7) 12” 1⁄2 24 W-163 24 1⁄2 24 B72AH 6 163 6

1⁄2 12 —RC4BB‡

4 5005(7) 510 6
4AAC(7)

4ACSR(6⁄1,7⁄1) BG 24
RC45‡ 4AAAC(7) 12”

5⁄8–1 24 W-BG 24
5⁄8–1 24 B24EA 6 243 6 5⁄8–1 12 8A

4 5005(7) 635 12 W-243 12 635 12 687 6 635 6
4AAC(7)

2ACSR(6⁄1,7⁄1)
2AAAC(7) 13 5⁄8”

5⁄8–1 28 BG 28 5⁄8–1 28 B24EA 7 245 7 5⁄8–1 14 9ARC2BB‡

2 5005(7) 635 14 W-245 14 635 14 B30EA 687 7 635 7
2AAC(7)

2ACSR(6⁄1,7⁄1) W-C 28 167 14
RC25‡ 2AAAC(7) 13 5⁄8” 737 28 W-247 28 737 28 B39EA 7 247 14 737 14 10A

2 5005(7) 747 14 W-702 14 747 14 702 7 747 7
2AAC(7)

1/0 ACSR(6⁄1) 167 8
RC10‡ 1/0 AAAC(7) 151⁄4” 737 32 W-C 32 737 32 B39EA 8 247 8 737 16 10A

1/0 5005(7) 747 16 W-702 16 747 16 702 8
1/0 AAC(7)

RC205‡ 2/0 ACSR (6⁄1) 17” 737 36 W-702 18 737 36 B39EA 9 247 9 — — 10A
747 18 747 18

2/0 ACSR(6⁄1)

RC20‡ 2/0 AAAC(7) 16” 781 32 — — 781 32 B74AH Overlap 659 Overlap 3⁄4 Overlap —
2/0 5005(7)
2/0 AAC(7)

3/0 ACSR(6⁄1)

RC30‡ 3/0 AAAC(7) 17” — — — — — — B49EA Overlap 658 Overlap 29⁄32 Overlap 11A
3/0 5005(7)
3/0 AAC(7)

4/0 ACSR(6⁄1)

RC40‡ 4/0 AAAC(7) 181⁄2” — — — — — — B61EA Overlap 654 Overlap 1.00 12A
4/0 5005(7) 1–2 Overlap

4/0 AAC(7)

RC336 336.4 ACSR(18⁄1) 191⁄4” — — — — — — B80EA Overlap 655 Overlap 11⁄8–1 Overlap 13A
11⁄8–2

RC397 397.5 ACSR(18⁄1) 211⁄2” — — — — — — B20AH Overlap 327 Overlap 11⁄8–1 Overlap 14A
11⁄8–2

RC477 477 ACSR(18⁄1) 24” — — — — — — B78AH Overlap 788 Overlap 15⁄16 Overlap —

‡ RUS Listed
*OD58 dies are interchangeable with those listed for O-52.

Type RC —Single Sleeve, Full Tension Splice, for ACSR,
AAAC, 5005, AAC Conductor

COM
PRESSION CONNECTORS
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Blackburn®

Distribution Compression Connectors

• Meets the full requirements of ANSI C119.4

Type CTS—Copper Full Tension Splice for Solid, Stranded and Copperweld Conductor
Mechanical Tools Hydraulic Tools

OD58 MD Series O-52 JB12B Y Series WH Series

Crimps Crimps Crimps Dies Crimps Crimps Crimps
Conductor per Die per per Cat. per Die per Die per

Cat. No (Stranding) Lgth. Dies End Index End Dies End Nos. End Index End Index End

CTS8 8 sol. 2 J 3 J 3 161 3 — — — — — —
5⁄16 4 5⁄16 4

CTS6 6 sol. 21⁄2 J 4 J 4 161 4 — — — — — —
5⁄16 5 5⁄16 5

CTS4 4 sol. 2 3⁄4 P 5 P 5 162 5 — — — — — —
CTS27 2–7 str. 31⁄4 1⁄2 6 1⁄2 6 163 5 — — — — — —
CTS407 4/0 str. 71⁄4 — — — — — — — — 168 9 840 9
CTS6ACW* 6 ACW 51⁄2 P 10 P 10 162 10 — — — — — —

* For Copperweld conductor applications only
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Distribution Compression Connectors

Types PCS, PKL and PRS—Pigtail Compression Sleeves

• Designed for use in joining aluminum
secondaries and services to copper 
transformer bushings

• Sleeves are highly conductive aluminum
• Pigtails are solid copper, tin plated
• Installed with standard tools and dies
• Prefilled with oxide inhibitor

Conductor Range Installation Dies
Aluminum Copper Pigtail Mechanical Hydraulic

Cat. No. ACSR Str. Compact Solid Diameter Length Tool Tool

PCS64 6 6 4

PCS67 4 4 2

PCS71 2 1–2

PCS76

PKL36-1

PKL46-1 2/0 2/0

PKL56-1 3/0 3/0

PKL66-1 4/0 4/0 .365

PKL31-1 1 1, 1/0 1/0 .325

PKL365-1 1/0 1/0, 2/0 2/0

PKL46S-1 2/0 3/0

PKL58-1 3/0 4/0

PKL68-1 4/0 250 KCMIL

PRS25N 266 26⁄7 250-300 MCM

PRS30N 266 26⁄7, 366 18⁄1 300-350 MCM

336 30⁄7,26⁄7,18⁄1,PRS35N 397 18⁄1 336-400 MCM

PRS40N 39718⁄1, 47718⁄1 450-500 MCM

—

—

—

—

1/0 1/0

—

.204

.258

.325

.366

.500

.625

21⁄2

6

61⁄4

41⁄2

8

Peach
5⁄8
BG
TU

U-BG
52

840
K840

TX

—

—

840
B48EA

EEI 11A
K840, U249

76

B80EA,
CSA 26,

96H,
EEI 13A
655, 11⁄8

B20AH,
CSA28,

EEI 14A,
318, 1064,

15⁄16

COM
PRESSION CONNECTORS
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Blackburn®

Distribution Compression Connectors

• For aluminum and copper conductor
• NEMA Standard mounting holes
• Prefilled with oxide inhibitor
• Complete die and crimp information clearly

indented on each lug 
• Installed with standard tools and dies

• Use dd” mounting hardware for all sizes
• Available tin plated; add suffix P to

catalogue number
• Extended barrel for additional crimping area

or weatherseal for outdoor terminators

Cat. No. Conductor Range Installation Dies Dimensions

Diameter (in.)

2 Hole 1 Hole Mech. Hyd. T (Pad
(Fig. 1) (Fig. 2) Tool Tool W L Thickness)

AL4 2 1–2 — .316 .332 57⁄8 5⁄16

AL5 47⁄8

AL6 65⁄8

AL7 47⁄8

AL8 65⁄8

AL9 47⁄8

AL10 65⁄8

AL11 47⁄8

AL12 65⁄8

AL16 266 26⁄7, 6⁄7, 18⁄1 250–300 — .574 .679 11⁄2 7⁄16

AL18 266 26⁄7, 6⁄7, 18⁄1 300–350 450 KCMIL .609 .772 19⁄16
13⁄3233618⁄1

AL20 33630⁄7, 26⁄7, 18⁄1 336– 400 500 KCMIL .666 .813 19⁄16
3⁄839718⁄1

AL24 397 30⁄7, 26⁄7, 18⁄1 450–500 600 KCMIL .770 .89347718⁄1

AL28 477 30⁄7, 26⁄7, 24⁄7 550 & 556 — .846 .96455618⁄1

AL32 556 26⁄7, 24⁄7 600 & 636 750 KCMIL .891 .99063618⁄1

AL44 63626⁄7, 71554⁄7 750–800 — .990 1.03166624⁄7

AL60* 90054⁄7 1000 –1033 — 1.151 1.16595445⁄7

AWG
ACSR (Stranded) Compact min. max.

1/0 1/0 2/0 .368 .398

2/0 2/0 3/0 .414 .447

3/0 3/0 4/0 .464 .502

4/0 4/0 — .522 .563

840
K840
845
TX

840
B49EA

EEI, 11A
K840
249
76

CSA 24

—

B80EA
EEI 13A

655
11⁄8
96H

CSA 26

106H
CSA 28
B20AH
EEI 14A

318
15⁄16

11⁄2
6024AH

125H
301

CSA 30

—

—

11⁄4

15⁄16

15⁄8

7 5⁄8

81⁄8

91⁄8

13⁄32

11⁄32

5⁄16

9⁄32

1⁄2

Type AL—Aluminum Compression Terminal Lugs

*For aluminum conductor only.
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Blackburn®

Distribution Compression Connectors

Cat. No. Conductor Range Installation Dies Dimensions

Diameter (in.) T (Pad

2 Hole 1 Hole Mech. Hyd. Thick-
(Fig. 1) (Fig. 2) Tool Tool W L ness)

AL581 2 37⁄64

AL582 4 37⁄64

AL583 2 37⁄64

AL584 4 37⁄64

AL585 2 37⁄64

AL586 4 37⁄64

ALS1 29⁄32 31⁄4

ALS2 11⁄4 5 3⁄4

ALS3 29⁄32 31⁄4

ALS4 11⁄4 5 3⁄4

ALS5 29⁄32 31⁄4

ALS6 11⁄4 5 3⁄4

ALS7 29⁄32 31⁄4

ALS8 11⁄4 5 3⁄4

ALS9 29⁄32 31⁄4

ALS10 11⁄4 5 3⁄4

ALS11 29⁄32 31⁄4

ALS12 11⁄4 5 3⁄4

ALS13 4 5⁄8

ALS14 6

ALS15 4 5⁄8

ALS16 6

ALS17 4 5⁄8

ALS18 6

ALS19 4 5⁄8

ALS20 6

ALS23 5 9⁄16

ALS24

ALS28 477 30⁄7, 26⁄7, 24⁄7 550–556 650–700 .883 .84655618⁄1

ALS32 55626⁄7, 26⁄7 600–636 750 .940 .89163618⁄1

ALS44 63626⁄7, 71554⁄7 750–800 900 1.031 .99066626⁄7, 54⁄7

ALS60* 900 54⁄7 1000–1033 1033 1.172 1.151954 45⁄7

AWG
ACSR (Stranded) Compact min. max.

4 4 — .277 .213

2 2 — .344 .290

1/0 1/0 2/0 .422 .381

4 4 4 .258 .2322 Solid

5⁄8
Peach

BG
WBG

G
TU

B58CS
U-BG

840
K840
845
TX

840
B49EA

EEI 11A
K840
249
76

CSA24

B80EA
EEI 13A

655
11⁄8
321
96H

CSA 26

11⁄2
6024
125H

CSA 30

—

—

29⁄32

11⁄4

67⁄8

15⁄8

13⁄8

71⁄4

1⁄4

9⁄16

5⁄8

3⁄8

• For aluminum and copper conductor.
• NEMA Standard mounting holes
• Prefilled with oxide inhibitor
• Complete die and crimp information clearly

indented on each lug
• Installed with standard tools and dies

• Use dd” mounting hardware for all sizes
• Available tin plated; add suffix P to

catalogue number

* For aluminum conductor only.

2 1–2 1–2 .332 .316

1/0 1/0 2/0 .398 .368

2/0 2/0 3/0 .447 .414

3/0 3/0 4/0 .502 .464

4/0 4/0 — .563 .522

3/0, 4/0 3/0, 4/0 250 .575 .464250 KCMIL 300 KCMIL

26626⁄7, 6⁄7, 18⁄1 250–300 350 .633 .574KCMIL

26626⁄7, 6⁄7, 18⁄1 300–350 350–400 .684 .60933618⁄1

336 30⁄7, 26⁄7, 18⁄1 336–400 450–500 .743 .66639718⁄1

397 30⁄7, 26⁄7, 18⁄1 450–500 550–600 .814 .74347718⁄1

—

B20AH
EEI 14A

318
15⁄16

CSA 28
106H

Fig. 1

Fig. 2

Type ALS —Aluminum Compression Terminal Lugs

COM
PRESSION CONNECTORS
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Blackburn®

Compression Stirrup Connectors

Types WRQ and WRS—Wide Range Compression Stirrups

• For protection of main conductors from
arcing damage when hot line taps are
installed

• Utilizes standard WR connectors and plated
copper bails

Fig. 2

Fig. 1

Cat. No. Conductor Range Dimensions

Diameter (in.)* Copper Type WRS
Figure 1 Figure 2 ACSR AWG max. min. Bail L H1

WRQ154 WRS154 4 sol.

WRQ152 WRS152 2 sol.

WRQ172 WRS172 1/0–3 1/0 str.–1 sol. .398 .281 2 sol.

WRQ232 WRS232 2/0–1/0 2/0 str.–1/0 str. .447 .368 2 sol.

WRQ352 WRS352 4/0–3/0 4/0 str.–3/0 str. .563 .460 2 sol.

— WRS719 39718⁄1-266 400 str.–250 str. .743 .600 2/0 sol.

— WRS819 47726⁄7-336 500 str.–336 str. .858 .666 2/0 sol.

WRQ698 — 47726⁄7-266 500 str.–250 str. .858 .574 2 sol.

2–6 1 str.–6 sol. .332 .162

10” 215⁄16

121⁄4” 3 3⁄16”

Installation Dies
Cat. No. Mech. Hyd.

WRQ154 WRS154

WRQ152 WRS152

WRQ172 WRS172

WRS232 WRS232

WRQ352 WRS352

WRQ698 WRS719

WRS819

O O

D D

— N

* Decimal dimensions are for conventional conductor, not Copperweld or Alumoweld.

Installation Information
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Blackburn®

Compression Stirrup Connectors

• Aluminum connector elements are designed
to be pre-loaded for faster installation into
popular “hot stick” tools and compressed
using standard “O,” “D” and “N” dies

• Connectors are prefilled with inhibitor
compound

• Wide range–only 4 sizes cover #6 solid to
500 KCMIL stranded

Fig. 2Fig. 1

Cat. No. Bail Wire Size
Dimensions (in)

W H

7019 #2 solid copper 10” 215⁄16”
7020 2/0 solid copper 121⁄4” 3 3⁄16”
7030 #2 solid copper 41⁄2” 3 3⁄4”
7030C #2 solid copper 41⁄2” 3 3⁄4”

• Tin plated for lower contact resistance
• Knurled to resist rotation

Types SC and QC—Wide Range Compression Stirrups
Conductor Range Bail

Cat. No. Diameter (Tin Plated) Installation Dies Dimensions (in.)
Fig. 1 Fig. 2 ACSR AWG Alum. (in.) mm Size Diameter (mm) Mech. Hyd. L H

QCO 02 SCO 02 2-6 2 str.–6 sol. .325-.162 8.25-.412 #2 solid 6.35 O O 8 3⁄4 31⁄8
QCO 21 SCO 21 2/0-2 2/0 str.–2 str. .414-.292 10.51-7.41 #2 solid 6.35 O O 8 3⁄4 31⁄8
QCD 41 SCD 41 4/0-3/0 4/0 str.–3/0 str. .563-.464 14.29-10.51 #2 solid 6.35 D — 8 3⁄4 31⁄8
QCN 50 SCN 50 47718⁄1-4/0 500–4/0 str. .814-.528 20.66-13.40 1/0 solid 6.22 — N 11 311⁄16

7019
7020
7030

7030C

Plated Copper Bail

COM
PRESSION CONNECTORS
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Blackburn®

Compression Stirrup Connectors

• Covers and protects conductor from arcing
when line clamp is attached or disconnected

Conductor Range
Diameter Dimensions Installation

Cat.No. ACSR AWG max. min. L Dies

LP4 4 4 .257 .232

LP2 2 2 .316 .292

LP10 1/0 1/0 .398 .373

Type LP _ Compression Line Protector Sleeve

• Single-piece stirrup for large conductor
• Use U or 6024 Installation Die

Type CCS —Compression Stirrup
Conductor Range

Diameter Copper Bail
Cat. No. max.-min. max.-min. (Tin Plated)

CCS44 800—636 str. 1.032—.918 2/0 sol.

8”

5⁄8, Peach
BG, G

0
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Blackburn®

Colour-Coded Compression Connectors

COM
PRESSION CONNECTORS

Type CTL—Copper Lugs, 1-Hole Mount, Short Barrel

Copper Compression Connectors
• For use with copper conductor: AWG 

stranded, flexible cable, welding cable
and portable cord

• Specially designed for industrial and
building applications

• Made of high conductivity seamless copper
tubing

• Tin-plated for corrosion resistance
• Specially chamfered barrel for ease of

installation
• Colour-coded for matching die identification
• Can be used for high voltage application up

to 35 kV provided proper high voltage
insulation techniques are used

• U.L. Listed for AWG conductor when
installed with Blackburn, Burndy, T&B
or Anderson tools

• Comply with Subpart 111.60-17 of Federal
Register’s Coast Guard Electrical
Engineering Rules and Regulations

Short Barrel Connectors
• Short barrel connectors designed for regular

duty applications
• Ideal for confined areas

Conductor Dimensions (in.) Die
Size Stud Colour

Cat. No. (CU) Size A B C L W T Code

CTL8-10 10 13⁄32
1⁄2 7⁄32 15⁄32

3⁄8 1⁄16

CTL8-14 1⁄4 13⁄32
19⁄32

1⁄4 13⁄16
7⁄16

1⁄16

CTL8-516 5⁄16
13⁄32

5⁄8 9⁄32 15⁄16
9⁄16

1⁄16

CTL6-10 10 7⁄16
17⁄32

7⁄32 17⁄32
7⁄16

1⁄16

CTL6-14 1⁄4 7⁄16
17⁄32

7⁄32 17⁄32
7⁄16

1⁄16

CTL6-516 5⁄16
7⁄16

21⁄32
9⁄32 113⁄32

19⁄32
1⁄16

CTL6-38 3⁄8 7⁄16
21⁄32

9⁄32 113⁄32
19⁄32

1⁄16

CTL4-10 10 1⁄2 19⁄32
1⁄4 13⁄8 17⁄32

3⁄32

CTL4-14 1⁄4 1⁄2 19⁄32
1⁄4 13⁄8 17⁄32

3⁄32

CTL4-516 5⁄16
1⁄2 21⁄32

5⁄16 113⁄32
19⁄32

1⁄16

CTL4-38 3⁄8 1⁄2 21⁄32
5⁄16 113⁄32

19⁄32
1⁄16

CTL2-14 1⁄4 19⁄32
21⁄32

1⁄4 11⁄2 9⁄16
3⁄32

CTL2-516 5⁄16
19⁄32

7⁄8 3⁄8 123⁄32
9⁄16

3⁄32

CTL2-38 3⁄8 19⁄32
29⁄32

3⁄8 13⁄4 9⁄16
3⁄32

CTL2-12 1⁄2 19⁄32 11⁄16
1⁄2 129⁄32

3⁄4 1⁄16

CTL1-14 1⁄4 19⁄32
21⁄32

1⁄4 11⁄2 21⁄32
3⁄32

CTL1-516 5⁄16
19⁄32

7⁄8 3⁄8 123⁄32
21⁄32

3⁄32

CTL1-38 3⁄8 19⁄32
29⁄32

3⁄32 13⁄4 21⁄32
3⁄32

CTL1-12 1⁄2 19⁄32 11⁄4 1⁄2 2 3⁄32
3⁄4 3⁄32

CTL10-516 5⁄16
11⁄16

7⁄8 3⁄8 113⁄16
3⁄4 1⁄8

CTL10-38 3⁄8 11⁄16
29⁄32

3⁄8 17⁄8 3⁄4 1⁄8

CTL10-12 1⁄2 11⁄16 11⁄4 1⁄2 2 3⁄16
3⁄4 1⁄8

CTL20-38 3⁄8 13⁄16
29⁄32

3⁄8 2 1⁄32
13⁄16

1⁄8

CTL20-12 1⁄2 13⁄16 11⁄4 1⁄2 211⁄32
13⁄16

1⁄8

CTL30-38 3⁄8 13⁄16
29⁄32

3⁄8 2 1⁄32
29⁄32

1⁄8

CTL30-12 1⁄2 13⁄16 11⁄4 1⁄2 211⁄32
29⁄32

1⁄8

CTL40-38 3⁄8 15⁄16
29⁄32

3⁄8 25⁄32 13⁄32
1⁄8

CTL40-12 1⁄2 15⁄16 11⁄4 1⁄2 21⁄2 11⁄32
1⁄8

CTL250-12 250 KCMIL 1⁄2 11⁄32 11⁄4 1⁄2 219⁄32 11⁄8 1⁄8or 4/0 weld

CTL300-12 300 KCMIL 1⁄2 11⁄32 11⁄4 1⁄2 225⁄32 13⁄16
5⁄32 White

CTL350-12 350 KCMIL 1⁄2 11⁄32 11⁄4 1⁄2 225⁄32 111⁄32
5⁄32 Red

CTL400-12 1⁄2 11⁄32 11⁄4 1⁄2 3 3⁄16 113⁄32
5⁄32

CTL400-58 5⁄8 11⁄32 19⁄16
5⁄8 31⁄2 113⁄32

5⁄32

CTL500-12 1⁄2 113⁄32 11⁄4 1⁄2 31⁄4 119⁄32
7⁄32

CTL500-58 5⁄8 113⁄32 19⁄16
5⁄8 3 9⁄16 119⁄32

7⁄32

CTL600-58 600 KCMIL 5⁄8 19⁄16 19⁄16
5⁄8 323⁄32 13⁄4 7⁄32 Green

CTL750-58 750 KCMIL 5⁄8 11⁄2 19⁄16
5⁄8 325⁄32 129⁄32

1⁄4 Black

CTL1000-58 1000 KCMIL 5⁄8 13⁄4 19⁄16
5⁄8 41⁄32 21⁄4 9⁄32 —

8 str.

6 str.

4 str.

2 str.

1 str.

1/0 str.

2/0 str.

3/0 str.

4/0 str. or
3/0 weld

400 KCMIL

500 KCMIL Brown

Blue

Yellow

Purple

Orange

Black

Pink

Green

Brown

Grey

Blue

Red

B
C

®

®

See pages 134 to 137 for more tool and die information.



78

Blackburn®

Colour-Coded Compression Connectors

Type CTL—Copper Lugs, 2-Hole Mount, Short Barrel

Copper Compression Connectors
• For use with copper conductor: AWG

stranded, flexible cable, welding cable an
portable cord

• Specially designed for industrial and
building applications

• Made of high conductivity seamless copper
tubing

• Tin-plated for corrosion resistance
• Specially chamfered barrel for ease of

installation
• Colour-coded for matching die identification
• Can be used for high voltage application up 

to 35 kV provided proper high voltage insu-
lation techniques are used

• U.L. Listed for AWG conductor when
installed with Blackburn, Burndy, T&B or
Anderson tools

• Comply with Subpart 111.60-17 of Federal
Register’s Coast Guard Electrical
Engineering Rules and Regulations

Short Barrel Connectors
• Short barrel connectors designed for regular

duty applications
• Ideal for confined areas

®

®

Conductor Dimensions (in.) Die
Size Stud Colour

Cat.  No. (CU) Size A B C D L W T Code

CTL6-214 6 str. 1⁄2 11⁄4 1⁄4 5⁄8 131⁄32
13⁄32

1⁄16 Blue

CTL4-214 4 str. 1⁄2 11⁄4 1⁄4 5⁄8 21⁄32
1⁄2 3⁄32 Grey

CTL2-2516 2 str. 19⁄32 15⁄8 3⁄8 3⁄4 215⁄32
9⁄16

3⁄32 Brown

CTL1-2516 1 str. 19⁄32 13⁄4 3⁄8 7⁄8 219⁄32
21⁄32

3⁄32 Green

CTL10-2516 1/0 str. 11⁄16 13⁄4 3⁄8 7⁄8 211⁄16
3⁄4 1⁄8 Pink

CTL202 2/0 str. 13⁄16 213⁄16
1⁄2 13⁄4 313⁄16

13⁄16
1⁄8 Black

CTL302 3/0 str. 25⁄32 213⁄16
1⁄2 13⁄4 315⁄16

15⁄16
1⁄8 Orange

CTL402 4/0 str. 15⁄16 3 1⁄2 13⁄4 41⁄4 13⁄32
1⁄8 Purple

CTL2502 250 KCMIL 11⁄32 3 1⁄2 13⁄4 411⁄32 11⁄8 5⁄32 Yellow

CTL3002 300 KCMIL 11⁄32 3 1⁄2 13⁄4 417⁄32 13⁄16
5⁄32 White

CTL3502 350 KCMIL 11⁄32 3 1⁄2 13⁄4 417⁄32 111⁄32
5⁄32 Red

CTL4002 400 KCMIL 111⁄32 3 1⁄2 13⁄4 415⁄16 113⁄32
5⁄32 Blue

CTL5002 500 KCMIL 13⁄8 3 1⁄2 13⁄4 5 117⁄32
7⁄32 Brown

CTL6002-38 3⁄8 117⁄32 129⁄32
3⁄8 13⁄4 51⁄8 123⁄32

7⁄32

CTL6002-12 117⁄32 3 1⁄2 13⁄4 51⁄8 123⁄32
7⁄32

CTL7502 750 KCMIL 11⁄2 3 1⁄2 13⁄4 57⁄32 129⁄32
1⁄4 Black

CTL10002 1000 KCMIL 13⁄4 3 1⁄2 13⁄4 57⁄16 21⁄4 9⁄32 —

600 KCMIL Green

1⁄4

5⁄16

1⁄2

1⁄2

C D

A

W

B

LT

See pages 134 to 137 for more tool and die information.
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Blackburn®

Colour-Coded Compression Connectors

COM
PRESSION CONNECTORS

Type CTL—Copper Lugs, 1-Hole Mount, Long Barrel

Copper Compression Connectors
• For use with copper conductor: AWG

stranded, flexible cable, welding cable
and portable cord

• Specially designed for industrial and
building applications

• Made of high conductivity seamless copper
tubing

• Tin-plated for corrosion resistance
• Specially chamfered barrel for ease of

installation
• Colour-coded for matching die identification
• Can be used for high voltage application up 

to 35 kV provided proper high voltage
insulation techniques are used

• U.L. Listed for AWG conductor when
installed with Blackburn, Burndy, T&B
or Anderson tools

• Comply with Subpart 111.60-17 of Federal
Register’s Coast Guard Electrical
Engineering Rules and Regulations

Long Barrel Connectors
• Ideal for industrial, oil rig, mining, welding

and transportation electrical termination
applications

• Heavy duty design which permits additional
crimp for added mechanical strength

®

®

A
B

C

W

LT

Conductor Flexible Dimensions (in.) Die
Size AWG Conductor Stud Colour

Cat. No. (CU) Size Stranding Size A B C L W T Code

CTL8L-14 8 str. 8 37/24 25⁄32
5⁄8 1⁄4 15⁄8 13⁄32

1⁄16 Red

CTL6L-14 6 str. 6 61/24 25⁄32
5⁄8 1⁄4 15⁄8 13⁄32

1⁄16 Blue

CTL4L-14 4 str. 5 91/24 25⁄32
5⁄8 1⁄4 111⁄16

1⁄2 3⁄32 Grey

CTL2L-516 2 str. 3 125/24 7⁄8 7⁄8 3⁄8 2 1⁄32
9⁄16

3⁄32 Brown

CTL1L-516 1 str. 2 150/24 13⁄32
7⁄8 3⁄8 2 5⁄32

21⁄32
3⁄32 Green

CTL10L-516 1/0 str. 1 225/24 13⁄32
7⁄8 3⁄8 2 7⁄32

3⁄4 1⁄8 Pink

CTL20L-38 2/0 str. 1/0 275/24 3⁄8 13⁄32
29⁄32

3⁄8 21⁄4 13⁄16
1⁄8 Black

CTL30L-12 3/0 str. 2/0 325/24 11⁄8 11⁄4 1⁄2 211⁄16
29⁄32

1⁄8 Orange

CTL40L-12 4/0 str. — — 13⁄8 11⁄4 1⁄2 215⁄16 11⁄32
1⁄8 Purple

CTL250L-12 250 KCMIL 3/0 450/24 119⁄32 11⁄4 1⁄2 31⁄8 11⁄8 1⁄8 Yellow

CTL300L-12 300 KCMIL 4/0 550/24 125⁄32 11⁄4 1⁄2 317⁄32 13⁄16
1⁄8 White

CTL350L-12 350 KCMIL 263 650/24 127⁄32 11⁄4 1⁄2 319⁄32 111⁄32
5⁄32 Red

CTL400L-58 400 KCMIL 313 775/24 127⁄32 19⁄16
5⁄8 41⁄32 113⁄32

5⁄32 Blue

CTL500L-58 500 KCMIL 373 925/24 211⁄32 19⁄16
5⁄8 41⁄2 119⁄32

3⁄16 Brown

CTL600L-58 600 KCMIL 444 1100/24 21⁄8 19⁄16
5⁄8 4 5⁄16 123⁄32

7⁄32 Green

CTL750L-58 750 KCMIL 535 1325/24 2 3⁄8 19⁄16
5⁄8 421⁄32 129⁄32

1⁄4 Black

CTL1000L-58 1000 KCMIL 646 1600/24 27⁄8 19⁄16
5⁄8 55⁄32 21⁄4 9⁄32 —777 1925/24

1⁄4

5⁄16

1⁄2

5⁄8

See pages 134 to 137 for more tool and die information.
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Blackburn®

Colour-Coded Compression Connectors

Type LCN—Copper Lugs, 2-Hole Mount, Long Barrel

Copper Compression Connectors
• For use with copper conductor: AWG

stranded, flexible cable, welding cable and
portable cord

• Specially designed for industrial and
building applications

• Made of high conductivity seamless copper
tubing

• Tin-plated for corrosion resistance
• Specially chamfered barrel for ease of

installation
• Colour-coded for matching die identification
• Can be used for high voltage application up

to 35 kV provided proper high voltage 
insulation techniques are used

• U.L. Listed for AWG conductor when
installed with Blackburn, Burndy, T&B
or Anderson tools

• Comply with Subpart 111.60-17 of Federal
Register’s Coast Guard Electrical
Engineering Rules and Regulations

Long Barrel Connectors
• Ideal for industrial, oil rig, mining, welding

and transportation electrical termination
applications

• Heavy duty design which permits additional
crimp for added mechanical strength

®

®

Conductor Flexible Dimensions (in.) Die
Size AWG Conductor Stud Colour

Cat. No. (CU) Size Stranding Size A B C D L W T Code

LCN8-14 8 str. 8 37/24 25⁄32 13⁄16
1⁄4 5⁄8 21⁄8 15⁄32

1⁄16 Red

LCN6-14 25⁄32 11⁄4 1⁄4 5⁄8 21⁄4 13⁄32
1⁄16

LCN6-12 1⁄2 25⁄32 3 1⁄2 13⁄4 4 5⁄32
7⁄8 3⁄32

LCN4-14 1⁄4 25⁄32 13⁄16
1⁄4 5⁄8 2 3⁄16

17⁄32
3⁄16

LCN4-12 1⁄2 25⁄32 3 1⁄2 13⁄4 4 5⁄32
7⁄8 3⁄32

LCN2-516 5⁄16
7⁄8 15⁄8 3⁄8 3⁄4 215⁄16

9⁄16
3⁄32

LCN2-12 1⁄2 7⁄8 3 1⁄2 13⁄4 41⁄4 7⁄8 3⁄32

LCN1-516 5⁄16 11⁄32 15⁄8 3⁄8 7⁄8 2 31⁄32
21⁄32

3⁄32

LCN1-12 11⁄32 3 1⁄2 13⁄4 413⁄32
7⁄8 3⁄32

LCN10 1/0 1 225/24 11⁄32 3 1⁄2 13⁄4 3 31⁄32
3⁄4 1⁄8 Pink

LCN20 2/0 1/0 275/24 15⁄16 3 1⁄2 13⁄4 4 3⁄16
13⁄16

1⁄8 Black

LCN30 3/0 2/0 325/24 11⁄8 215⁄16
1⁄2 13⁄4 47⁄16

15⁄16
1⁄8 Orange

LCN40 4/0 — — 13⁄8 3 1⁄2 13⁄4 411⁄16 11⁄32
1⁄8 Purple

LCN250 250 KCMIL 3/0 450/24 119⁄32 3 1⁄2 13⁄4 429⁄32 11⁄16
1⁄8 Yellow

LCN300 300 KCMIL 4/0 550/24 125⁄32 3 1⁄2 13⁄4 59⁄32 13⁄16
1⁄8 White

LCN350 350 KCMIL 263 650/24 127⁄32 3 1⁄2 13⁄4 511⁄32 111⁄32
5⁄32 Red

LCN400 400 KCMIL 313 775/24 127⁄32 3 1⁄2 13⁄4 57⁄16 113⁄32
5⁄32 Blue

LCN500 500 KCMIL 373 925/24 211⁄32 3 1⁄2 13⁄4 515⁄16 119⁄32
3⁄16 Brown

LCN600 600 KCMIL 444 1100/24 21⁄8 3 1⁄2 13⁄4 53⁄4 123⁄32
7⁄32 Green

LCN75 750 KCMIL 535 1325/24 2 3⁄8 3 1⁄2 13⁄4 6 3⁄32 129⁄32
1⁄4 Black

LCN99 1000 KCMIL 646 1600/24 27⁄8 3 1⁄2 13⁄4 619⁄32 21⁄4 9⁄32 —777 1925/24

1⁄4

1⁄2

6 str. 6 61/24

4 str. 5 91/24

2 str. 3 125/24

1 str. 2 150/24

Blue

Grey

Brown

Green

A
B

C

W

LT

D

See pages 134 to 137 for more tool and die information.
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Blackburn®

Colour-Coded Compression Connectors

COM
PRESSION CONNECTORS

Conductor Length Die
Size AWG Flexible Conductor L Colour

Cat. No. (CU) CMA Stranding (in.) Code

CU8 8 str. 8 37/24 Red

CU6 6 str. 6 61/24 Blue

CU4 4 str. 5 91/24 Grey

CU2 2 str. 3 125/24 17⁄8 Brown

CU1 1 str. 2 150/24 2 Green

CU10 1/0 str. 1 225/24 2 Pink

CU20 2/0 str. 1/0 275/24 21⁄8 Black

CU30 3/0 str. 2/0 325/24 21⁄4 Orange

CU40 4/0 str. — — 2 3⁄4 Purple

CU250 250 KCMIL 3/0 450/24 3 3⁄8 Yellow

CU300 300 KCMIL 4/0 550/24 31⁄2 White

CU350 350 KCMIL 263 650/24 Red

CU400 400 KCMIL 313 755/24 3 3⁄4 Blue

CU500 500 KCMIL 373 925/24 4 3⁄4 Brown

CU600 600 KCMIL 444 1100/24 41⁄4 Green

CU750 750 KCMIL 535 1325/24 4 3⁄4 Black

CU1000 1000 KCMIL 646 1600/24 55⁄8 —777 1925/24

Type CU —Copper Splices, Long Barrel

Copper Compression Connectors
• For use with copper conductor: AWG

stranded, flexible cable, welding cable and
portable cord

• Specially designed for industrial and
building applications

• Made of high conductivity seamless copper
tubing

• Tin-plated for corrosion resistance
• Specially chamfered barrel for ease of

installation
• Colour-coded for matching die identification
• Can be used for high voltage application up

to 35 kV provided proper high voltage
insulation techniques are used

• U.L. Listed for AWG conductor when
installed with Blackburn, Burndy, T&B or
Anderson tools

• Comply with Subpart 111.60-17 of Federal
Register’s Coast Guard Electrical
Engineering Rules and Regulations

Long Barrel Connectors
• Ideal for industrial, oil rig, mining, welding

and transportation electrical termination
applications

• Heavy duty design which permits additional
crimp for added mechanical strength

®

®

L

13⁄4

2

3 3⁄4

See page 135 for more tool and die information.
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Colour-Coded Compression Connectors

Copper Compression Connectors
• For use with copper conductor: AWG

stranded, flexible cable, welding cable and
portable cord

• Specially designed for industrial and
building applications

• Made of high conductivity seamless copper
tubing

• Tin-plated for corrosion resistance
• Specially chamfered barrel for ease of

installation
• Colour-coded for matching die identification
• Can be used for high voltage application up

to 35 kV provided proper high voltage
insulation techniques are used

• U.L. Listed for AWG conductor when
installed with Blackburn, Burndy, T&B or
Anderson tools

• Comply with Subpart 111.60-17 of Federal
Register’s Coast Guard Electrical
Engineering Rules and Regulations

Short Barrel Connectors
• Short barrel connectors designed for regular

duty applications
• Ideal for confined areas

L

Type CSP —Copper Splices, Short Barrel
Cat. No. Conductor Size (CU) Length L (in.) Die Colour Code

CSP8 8 str. 1 Red
CSP6 6 str. 1 Blue
CSP4 4 str. 1 Grey
CSP2 3-2 str. 11⁄4 Brown
CSP1 1 str. 11⁄2 Green
CSP10 1/0 str. 15⁄8 Pink
CSP20 2/0 str. 13⁄4 Black
CSP30 3/0 str. 13⁄4 Orange
CSP40 4/0 str. 17⁄8 Purple
CSP250 250 KCMIL 21⁄4 Yellow
CSP300 300 KCMIL 21⁄8 White
CSP350 350 KCMIL 21⁄4 Red
CSP400 400 KCMIL 2 3⁄4 Blue
CSP500 500 KCMIL 2 3⁄4 Brown
CSP600 600 KCMIL 3 Green
CSP750 750 KCMIL 3 Black
CSP1000 1000 KCMIL 35⁄8 —

See page 136 for more tool and die information.

®

®
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Colour-Coded Compression Connectors

COM
PRESSION CONNECTORS

Type ATL—Aluminum Lugs, 1-Hole

Aluminum Compression Connectors
• Specifically designed for use with

aluminum conductor (concentric,
compressed or compact)

• Also listed for use with copper conductor
• Made of high conductivity seamless

aluminum tubing
• Tin-plated for corrosion resistance
• Chamfered barrels for ease of installation
• Can be used for high voltage application up 

to 35 kV provided high voltage insulation
techniques are used

• Colour-coded for quick, easy die 
identification

• Pre-filled with oxide inhibiting compound
• U.L. Listed when installed with Blackburn,

Burndy, T&B or Anderson tools

Conductor Dimensions (in.) Die
Size Stud Colour

Cat. No. (AL or CU) Size A B C L W T Code

ATL8-10 10 1⁄2 19⁄32
7⁄32 19⁄32

13⁄32
3⁄32

ATL8-14 1⁄4 1⁄2 11⁄16
11⁄32 13⁄8 7⁄16

3⁄32

ATL6-10 10 25⁄32
9⁄16

7⁄32 11⁄2 15⁄32
1⁄8

ATL6-14 1⁄4 25⁄32
23⁄32

15⁄32 121⁄32
15⁄32

1⁄8

ATL6-38 3⁄8 27⁄32
29⁄32

7⁄16 127⁄32
5⁄8 3⁄32

ATL4-14 1⁄4 27⁄32
13⁄16

11⁄32 129⁄32
5⁄8 3⁄16

ATL4-516 5⁄16
27⁄32 1 7⁄16 21⁄16

5⁄8 3⁄16

ATL4-38 3⁄8 27⁄32
29⁄32

7⁄16 2 5⁄8 3⁄16

ATL2-14 1⁄4 27⁄32
25⁄32

11⁄32 115⁄16
23⁄32

3⁄16

ATL2-516 5⁄16
27⁄32

7⁄8 7⁄16 211⁄32
3⁄4 3⁄16

ATL2-38 3⁄8 27⁄32
29⁄32

7⁄16 2 1⁄16
23⁄32

3⁄16

ATL1-516 5⁄16
27⁄32

7⁄8 7⁄16 2 1⁄32
23⁄32

3⁄16

ATL1-38 3⁄8 27⁄32
29⁄32

7⁄16 23⁄8 3⁄4 3⁄16

ATL10-516 5⁄16 15⁄32 1 7⁄16 217⁄32
7⁄8 3⁄16

ATL10-38 3⁄8 15⁄32 11⁄16
7⁄16 219⁄32

7⁄8 3⁄16

ATL10-12 1⁄2 15⁄32 13⁄8 11⁄16 215⁄16
15⁄16

3⁄16

ATL20-38 3⁄8 13⁄16 1 7⁄16 25⁄8 31⁄32
7⁄32

ATL20-12 1⁄2 13⁄16 13⁄8 11⁄16 3 11⁄32
7⁄32

ATL30-38 3⁄8 111⁄32 11⁄16
7⁄16 213⁄16 11⁄16

7⁄32

ATL30-12 1⁄2 111⁄32 13⁄8 11⁄16 31⁄8 11⁄16
7⁄32

ATL40-38 3⁄8 17⁄8 13⁄32
3⁄8 33⁄4 13⁄16

1⁄4

ATL40-12 1⁄2 17⁄8 11⁄4 1⁄2 3 7⁄8 13⁄16
1⁄4

ATL250-12 250 KCMIL 1⁄2 2 1⁄32 11⁄4 1⁄2 4 1⁄32 19⁄32
1⁄4 Red

ATL300-38 3⁄8 2 15⁄16
3⁄8 4 3⁄16 13⁄8 9⁄32

ATL300-12 1⁄2 2 15⁄16
1⁄2 4 3⁄16 13⁄8 9⁄32

ATL350-12 350 KCMIL 1⁄2 211⁄16 15⁄16
1⁄2 4 7⁄8 11⁄2 5⁄16 Brown

ATL400-58 400 KCMIL 5⁄8 211⁄16 11⁄4 1⁄2 415⁄16 15⁄8 3⁄8 Green

ATL500-12 1⁄2 211⁄16 11⁄4 1⁄2 415⁄16 125⁄32
3⁄8

ATL500-58 5⁄8 211⁄16 2 3⁄4 511⁄16 125⁄32
3⁄8

ATL600-12 600 KCMIL 1⁄2 211⁄16 2 3⁄4 513⁄16 129⁄32
11⁄32 Black

ATL750-12 1⁄2 2 7⁄8 11⁄4 1⁄2 51⁄4 21⁄8 3⁄8

ATL750-58 5⁄8 2 7⁄8 2 3⁄4 6 1⁄32 21⁄8 3⁄8

8 str.

6 str.

4 str.

2 str.

1 str.

1/0 str.

2/0 str.

3/0 str.

4/0 str.

300 KCMIL

500 KCMIL

—

Blue

Pink

White

Ruby

Olive

Pink

Green

Gold

Grey

Blue

Tan

750 KCMIL

See page 138 for more tool and die information.

®

®



Conductor Dimensions (in.) Die
Size Stud Colour

Cat. No. (CU) Size A B C D L W T Code

ATL102-38 1/0 str. 3⁄8 15⁄32 2 1⁄16
3⁄8 1 319⁄32

7⁄8 3⁄16

ATL102 1str. 13⁄16 3 1⁄2 13⁄4 49⁄16
15⁄16

3⁄16

ATL202 2/0 str. 13⁄16 3 3⁄8 3⁄4 13⁄4 5 31⁄32
7⁄32 Olive

ATL302 3/0 str. 111⁄32 3 3⁄8 3⁄4 13⁄4 5 5⁄32 11⁄16
7⁄32 Ruby

ATL402 4/0 str. 17⁄8 3 1⁄2 13⁄4 5 5⁄8 13⁄16
1⁄4 White

ATL2502 250 KCMIL 2 1⁄32 3 1⁄2 13⁄4 525⁄32 19⁄32
1⁄4 Red

ATL3002 300 KCMIL 2 3 1⁄2 13⁄4 5 7⁄8 13⁄8 9⁄32 Blue

ATL3502 350 KCMIL 2 11⁄16 3 1⁄2 13⁄4 69⁄16 11⁄2 5⁄16 Brown

ATL4002 400 KCMIL 2 11⁄16 3 1⁄2 13⁄4 611⁄16 15⁄8 3⁄8 Green

ATL5002 500 KCMIL 2 11⁄16 3 1⁄2 13⁄4 611⁄16 125⁄32
3⁄8 Pink

ATL6002 600 KCMIL 2 11⁄16 3 1⁄2 13⁄4 613⁄16 129⁄32
11⁄32 Black

ATL7502 750 KCMIL 27⁄8 3 1⁄2 13⁄4 7 1⁄8 2 1⁄8 3⁄8 —
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Blackburn®

Colour-Coded Compression Connectors

Type ATL—Aluminum Lugs, 2-Hole

Aluminum Compression Connectors
• Specifically designed for use with

aluminum conductor (concentric,
compressed or compact)

• Also listed for use with copper conductor
• Made of high conductivity seamless

aluminum tubing
• Tin-plated for corrosion resistance
• Chamfered barrels for ease of installation
• Can be used for high voltage application up

to 35 kV provided high voltage insulation
techniques are used

• Colour-coded for quick, easy die
identification

• Pre-filled with oxide inhibiting compound
• U.L. Listed when installed with Blackburn,

Burndy, T&B or Anderson tools

1/0 str. Tan

1⁄2

See page 138 for more tool and die information.

®
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Colour-Coded Compression Connectors

COM
PRESSION CONNECTORS

Aluminum Compression Connectors
• Specifically designed for use with

aluminum conductor (concentric,
compressed or compact)

• Also listed for use with copper conductor
• Made of high conductivity seamless

aluminum tubing
• Tin-plated for corrosion resistance
• Chamfered barrels for ease of installation
• Can be used for high voltage application up

to 35 kV provided high voltage insulation
techniques are used

• Colour-coded for quick, easy die
identification

• Pre-filled with oxide inhibiting compound
• U.L. Listed when installed with Blackburn,

Burndy, T&B or Anderson tools

®

®

Type ASP—Aluminum Splices
Cat. No. Conductor Size (AL or CU) Length L (in.) Die Colour Code

ASP8 8 str. 11⁄4 Blue
ASP6 6 str. 15⁄8 Grey
ASP4 4 str. 17⁄8 Green
ASP2 2 str. 17⁄8 Pink
ASP1 1 str. 2 3⁄8 Gold
ASP10 1/0 str. 2 3⁄8 Tan
ASP20 2/0 str. 2 1⁄2 Olive
ASP30 3/0 str. 27⁄8 Ruby
ASP40 4/0 str. 3 3⁄4 White
ASP250 250 KCMIL 4 Red
ASP300 300 KCMIL 4 Blue
ASP350 350 KCMIL 37⁄8 Brown
ASP400 400 KCMIL 47⁄8 Green
ASP500 500 KCMIL 5 Pink
ASP600 600 KCMIL 51⁄8 Black
ASP750 750 KCMIL 53⁄8 —
ASP1000 1000 KCMIL 6 —

See page 138 for more tool and die information.

L
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Colour-Coded Compression Connectors

• Connector for aluminum conductor only;
pigtail may be inserted into either
aluminum or copper connectors

• Insulating covers included
• 90°C Rating per U.L. 486B
• Tin-plated stranded copper wire pigtail
• Tin-plated aluminum barrel pre-filled with

oxide inhibitor and capped

®Type PA—Pin Adapter Terminals
Conductor Copper Dimensions (in.) Die Colour

Cat. No. Size Stud Size A B O.D. Code

PA06 6 str. 8 7⁄8 111⁄32 .640 —
PA04 4 str. 6 7⁄8 111⁄32 .640 —
PA02 2 str. 4 7⁄8 111⁄32 .640 —
PA01 1 str. 3 1 111⁄32 .640 —
PA11 1/0 str. 2 11⁄4 119⁄32 .906 Red
PA21 2/0 str. 1 11⁄4 119⁄32 .906 Red
PA31 3/0 str. 1/0 13⁄8 17⁄8 .906 Red
PA41 4/0 str. 2/0 13⁄8 17⁄8 .906 Red
PA25 250 KCMIL 3/0 11⁄2 2 1⁄16 1.155 Brown
PA30 300 KCMIL 4/0 15⁄8 2 1⁄16 1.155 Brown
PA35 350 KCMIL 4/0 15⁄8 2 1⁄16 1.155 Brown
PA40 400 KCMIL 250 KCMIL 17⁄8 2 3⁄32 1.375 Pink
PA50 500 KCMIL 350 KCMIL 17⁄8 2 3⁄32 1.375 Pink
PA60 600 KCMIL 350 KCMIL 17⁄8 2 3⁄4 1.500 Yellow
PA75 750 KCMIL 500 KCMIL 2 2 3⁄4 1.500 Yellow

U.L. Listed AL9CU.


